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I. Hoja introductoria o preámbulo 

A. Nombre de la agencia proponente y cualquier otra agencia participante: 

Oficina de Gerencia de Permisos                                  

B. Nombre de la entidad privada que promueve la acción, de no ser la propia 

agencia proponente. 

1.  Nombre del Proponente:  Condominio Isleta Marina 

2. Dirección Postal: PO Box 459, Puerto Real, Fajardo, PR 00740 

3.  Teléfono: (787) 220-0999_ 

4. Representante: Roberto González, Presidente, isleta2009@gmail.com 

5. Consultor Ambiental: Sharetech Group / Erick Pagán Ortizִ, 787-720-

5869, erick.pagan@sharetechgroup.com 

C. Título de la acción propuesta. 

1. Nombre del Proyecto: Isleta Marina Wastewater Treatment Plant 

(WWTP) Elimination and New Wastewater Pipeline Project 

2. Dirección del Proyecto: Cayo Obispo, Isleta Marina, Puerto Real, 

Fajardo, Puerto Rico  

3. Dirección Postal: PO Box 459, Puerto Real, PR 00740 

4. Teléfono: (787) 220-0999 

5. Cabida de los Terrenos: Cerca de 33,447.5 metros cuadrados. Esto es 

la suma de los catastros: 

• Planta de tratamiento (151-000-001-04) 

483.94 metros cuadrados 

• Isleta Marina (151-000-001-03) (151-000-001-01) 

15,877.95 metros cuadrados 

14,085.5972 metros cuadrados 

• Fajardo 

3,000 metros cuadrados 

 

6. Cabida del Proyecto: Cerca de 800 metros cuadrados de trabajos. Área 

de la planta de tratamiento es de 226.78 metros cuadrados, el área del 

lift station es de 18.95 metros cuadrados y el área de la tubería es 

506.27 metros cuadrados. 
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D. Funcionario responsable de la agencia proponente. 

1. Nombre Lcdo. Norberto Almodóvar Vélez, Secretario Auxiliar, Oficina 

de Gerencia de Permisos (OGPe) 

2. Dirección PO Box 41179, San Juan, Puerto Rico 00940-1179 

3. Teléfono 787-765-2900 

E. Resumen de un párrafo sobre el asunto tratado en el documento ambiental  

El propósito de este documento ambiental es proveer una descripción 

detallada del proyecto propuesto, cuyo propósito es eliminar la planta de 

tratamiento de aguas residuales de tipo doméstico que es una fuente precisa 

de descarga a un cuerpo de agua costero desde 1975 operando bajo un 

permiso NPDES de la agencia federal Environmental Protection Agency 

(EPA). Las funciones de la planta de tratamiento serán remplazadas por una 

nueva estación de bombas a ubicarse en Cayo Obispo, que habrá de transferir 

los efluentes sanitarios desde Isleta Marina hasta el punto de descarga que 

designe la AAA en el sector conocido como Maternillo y Mansión del Sapo, en 

Puerto Real. De esta forma se reduce el impacto ambiental que tuviera la 

descarga del efluente de las aguas tratadas en un cuerpo de agua que forma 

parte de zonas reconocidas por su valor ecológico, y que a su vez han sido 

designadas ambientalmente sensitivas por ser parte del estuario del Río 

Fajardo y de la Reserva Natural de La Cordillera que incluye la Bahía de 

Fajardo, también conocida como, Puerto Real en Fajardo. 

 

F. Fecha de circulación del documento, si aplica.   Marzo 2025 
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III. Resumen y Memorial Explicativo 

A.  Trasfondo 

El complejo del Condominio Isleta Marina fue construido entre los años 1973 a 1975 

por la firma Fullana Construction y consta de tres “torres” que totalizan 380 

apartamentos y una zona comercial. Están los apartamentos distribuidos en las 

Torres 1 y 2 de once plantas cada una y en la Torre 3 el área “comercial” de una 

planta incluye dos locales comerciales, un almacén y una oficina. La intención del 

concepto original en 1973 fue la operación de un condohotel que integra al diseño y 

construcción un sistema de tratamiento de aguas residuales con capacidad para cien 

mil galones por día (100,000 GPD). Esa capacidad se incluye como límite máximo en 

el permiso NPDES número PR0026484 que vence en agosto de 2025. Previo a la 

conclusión de la construcción y bajo las condiciones económicas de los años setenta, 

se cambia el propósito de “condohotel” a uno de “apartamentos vacacionales” o 

“segundos hogares”. Entre las consecuencias de dicho cambio operacional resulta la 

sub-utilización de la planta de tratamiento (WWTP) y el volumen medido es uno 

fluctuante que se ha mantenido durante todos estos años entre 4,000 y 7,000 GPD 

con “picos” cortos de temporadas que pueden alcanzar entre 15,000 y 20,000 GPD. 

 

En resumen, tenemos una infraestructura obsoleta sub-utilizada cuya variabilidad en 

volumen se utiliza entre el 4% al 7% de la capacidad de diseño original durante el 

periodo de 350 días (aprox.) al año. La variabilidad de uso permite eventos picos de 

poca duración los cuales  pueden generar entre 18,000 a 20,000 GPD, lo cual 

complica el manejo, tratamiento y disposición. El equipamiento de la planta de 

tratamiento se ha visto modificado durante los años considerando que la tecnología 

ha caído en obsolescencia. 

 

De igual forma, la parte regulatoria está regida por agencias estatales y federales 

como el DRNA y la EPA bajo un permiso de descarga cuyos parámetros de 

cumplimiento son cambiantes y se tornan cada vez más restrictivos. Sumado a su 

ubicación en la zona costanera de características ambientalmente sensitivas e 

importantes, se ha convertido la planta de tratamiento en riesgo real lo que conlleva 

para ACIM una responsabilidad legal de estricto y difícil cumplimiento. 

 

ACIM ha estado  expuesto a diversas violaciones de parámetros del permiso NPDES 

y desde el 2021 operan  bajo un “Administrative Compliance Order” (ACO) por no 
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satisfacer el límite de Nitrógeno Total del permiso. Tanto la EPA como el DRNA (antes 

bajo la JCA) son agencias fiscalizadoras que han estado al tanto de la realidad 

histórica, y en el descargo de sus funciones han generado diversas órdenes 

administrativas de cumplimiento (ACO) durante la existencia de la planta de 

tratamiento. 

B. Descripción detallada, propósito y justificación de la acción propuesta 

1.  Proyecto de Construcción  

El proyecto propuesto será dividido en fases como se describe a continuación: 

 

Fase 1 (Cayo Obispo) 

• En el Cayo Obispo, se propone la construcción de la estación de 

bombas, la cual se ubicará al lado de la presente planta de tratamiento 

donde ya existe conexiones a la infraestructura eléctrica y mecánica. 

Según el diseño preliminar, copia del cual se aneja con este trámite, se 

define como una estructura de 44.593 metros cuadrados (480 pies 

cuadrados). La estación recibirá efluentes desde los edificios antes 

descritos mediante tubo que llega desde un pozo de relevo o “lift 

Station” existente. Desde la nueva estación de bombeo saldrá tubería 

con descarga forzada en material High-density polyethylene (HDPE) a 

una profundidad de 36” por debajo del nivel de terreno existente, y 

discurrirá en el solar de Isleta hasta llegar al límite de la costa donde 

comenzará su tramo submarino. El tramo de tubería en Cayo Obispo 

tiene un largo aproximado de 97.93 metros lineales.  

 

Fase 2 (Tubería submarina) 

• El tramo del tubo para descarga forzada una vez entrado al mar estaría 

siguiendo el trayecto de la servidumbre existente en Cayo Obispo. El 

tubo HDPE es continuo y discurre la instalación submarina en dirección 

de Este a Oeste por unos 1,014.5 metros aproximadamente hasta llegar 

al muelle de Isleta Marina en Maternillo, Puerto Real. La corrida 

propuesta coincide con la servidumbre actual del tubo de agua potable 

y línea de electricidad que sireven Cayo Obispo desde Maternillo en 

Fajardo. El tubo HDPE, lleva anclas de hormigón según disponga el 

diseño por ingeniero estructural y estándares como “The Plastics Pipe 

Institute® Handbook of Polyethylene Pipe” referencia Chapter 10 
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Marine Installations. Estas anclas estarán incluidas en el plano de 

diseño final previo a la solicitud del permiso para las obras. 

 

Fase 3 (Fajardo – Calle Maternillo) 

• Una vez el tubo HPDE llega hasta el muelle de Isleta, en la orilla de la 

playa en la calle Maternillo, el tubo llegará a una caja donde se instalará 

un medidor de flujo y de ahí continuará su trayecto soterrado en la via 

municipal hasta llegar a un poceto propuesto en el que se propone 

cambiar de tubo HDPE presurizado a un tubo PVC y proveer una 

descarga libre donde se libera y ventila la presión que es producto del 

bombeo, se convierte de un sistema forzado a uno por gravedad. El 

nuevo tubo PVC soterrado conectará a otro poceto existente frente al 

edificio de Aduanas, o, al punto de conexión designado por la AAA. 

 

Fase 4 (Planta tratamiento – Isleta Marina) 

• Luego de poner en servicio el sistema de bombeo en coordinación con 

AAA que recibirá las aguas residuales, se ha de demoler la planta de 

tratamiento existente de unos 297 metros cuadrados (3,200 pies 

cuadrados) lo que conlleva la remoción de tubería y equipos, y la 

remoción y disposición total de escombros. Se estará reciclando el 

material de hormigón mediante su trituración a tamaño adecuado para 

utilizarse como relleno dentro de los lindes de Cayo Obispo. De esta 

forma se cumple con el Reglamento de Desperdicios Sólidos No 

Peligrosos. Ello está acorde con la política ambiental de reducir el 

volumen de escombros en vertederos y los riesgos inherentes a su 

transporte por aguas navegables y carreteras, lo cual minimiza 

sustancialmente costos. Se han identificado lugares de depósito del 

material dentro del Cayo Obispo como son el uso de relleno bajo losas 

de aceras y nivelación de terreno. Se ha de tirar una losa de hormigón 

sobre el terreno donde ubica la planta una vez se disponga de la 

estructura y sus equipos además de la desconexión de suministros de 

electricidad que no sean de utilidad. 

 

Desglose de áreas del proyecto 

• El área total de todas las fases afectadas por movimiento de tierra se 

estima en 800 m2. 
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Corte, remoción y siembra de árboles 

• No se propone corte ni remoción de árboles. El área del proyecto está 

totalmente desarrollado y estabilizado con asfalto, concreto, gravilla o 

grama. No hay árboles que remover en este caso. No se propone la 

creación de ningún estacionamiento. 

 

Equipos principales propuestos 

 

• La lista de equipos principales que serán instalados incluye: 

 

o Lift Station 

Construcción de la estación de bombas se ubicará al lado de la 

presente planta de tratamiento donde ya existe conexiones a la 

infraestructura eléctrica y mecánica. Según diseño preliminar, copia 

del cual se aneja, se define como una estructura de 18.95 metros 

cuadrados 

 

o Tubería sanitaria 

El material del tubo es High-density polyethylene (HDPE). Se inicia 

en la estación de bombas y estaría siguiendo el trayecto de la 

servidumbre existente en Cayo Obispo. El tubo HDPE es continuo y 

discurre la instalación submarina en dirección de Este a Oeste por 

unos 1,200 metros aproximadamente. 

 

Utilidades existentes 

 

• Isleta Marina cuenta con conexión eléctrica al sistema de la Autoridad 

de Energía Eléctrica operado por Luma Energy (Luma) y al sistema de 

agua potable operado por la Autoridad de Acueductos y Alcantarillados 

(AAA). No hay pozos de extracción de agua ni sépticos en el solar. No 

se estará instalando pozos ni nueva infraestructura solo la tubería 

forzada y la estación de bombas para trasladar las aguas residuales 

hasta el poceto operado por AAA en Maternillo, Fajardo. 

 



FORMULARIO PARA EVALUACIÓN AMBIENTAL 

Nombre del Proyecto: Isleta Marina Wastewater Treatment Plant (WWTP) Elimination and 
New Wastewater Pipeline Project, Fajardo, P.R.,  
Caso Núm. 2025-622496-REA-300895 

 10 

• Los cambios al proyecto en el sistema eléctrico, son minimos y se 

presentan en el plano ya que la nueva estación de bombas se conectará 

a facilidades eléctricas existentes y en uso actualmente.  

C.  Descripción del medio ambiente 

El proyecto propuesto se implantará en los terrenos ya desarrollados de Isleta 

Marina localizados en el Cayo Obispo, Isleta Marina, Puerto Real, Fajardo, 

Puerto Rico. El solar está calificado como C-R y clasificado como Suelo Rustico 

Especialmente Protegido. El solar está estabilizado en su totalidad con concreto, 

gravilla o grama. No hay áreas verdes vírgenes. No hay árboles en la propiedad. 

Las áreas sujetas a perturbación en este caso ya fueron perturbadas 

previamente hace más de 50 años en el desarrollo de la Planta de Tratamiento 

y sus edificios de segundas residencias.  

 

El área propuesta para la tubería sanitaria en la Bahía de Fajardo, ya ha sido 

impactactado anteriormente, ya que es una servidumbre en la cual pasa la 

tubería potable de AAA y la tubería electrica de AEE.  

 

El área de la Barriada Maternillo en Fajardo, es un área desarrollada que ha sido 

impactada anteriormente y se pretende utilizarla para realizar la conexión 

sanitaria con el sistema de alcantarillado de AAA existente de la zona.  

D.  Identificación de los impactos al ambiente a ser ocasionados por la acción 

propuesta 

 

A continuación, se resumen los impactos al ambiente debido a la construcción 

y operación del proyecto propuesto: 

 

• Demanda de Energía Eléctrica – no se prevé impacto por aumento en 

demanda eléctrica ya que hay facilidades existentes y la estación de 

bombas se conectará a las facilidades disponibles en el área. 

 

 

• Descargas Sanitarias – el proyecto no generara un aumento en las 

descargas sanitarias, la intención del proyecto es implementar las 

nuevas facilidades mientras continúa operando la planta existente, y 
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una vez se completen las obras entonces se coordina la entrega de las 

aguas residuales a AAA en Maternillo y luego cesaran las operaciones 

de la planta de tratamiento existente.  

• Niveles de Ruido - los niveles de ruido serán de aproximadamente 75 

dbA y pueden aumentar hasta 80-90 dbA en momentos específicos 

durante la construcción. En la operación del proyecto propuesto los 

niveles de ruido serán de aproximadamente 75 dbA ó menos. El 

impacto mayor del proyecto será en la construcción y se tomarán las 

medidas correspondientes para el control de erosión y manejo de 

escombros. 

• Desperdicios de Construcción Serán manejadas por transportadores, 

recicladores y relleno sanitarios autorizados por el DRNA. Las áreas 

sujetas a perturbación en este caso ya fueron perturbadas previamente 

hace más de 50 años en el desarrollo de la Planta de Tratamiento y sus 

edificios de segundas residencias. 

 

• Movimiento de Tierra y Polvo Fugitivo 

 

El movimiento de tierra se estima en unos 410 m3 de corte y 410 m3 de 

relleno en todas las fases del proyecto. Ese estimado será revisado 

luego que se complete el diseño del proyecto. Se solicitará el Permiso 

Único Incidental (PUI) al Departamento de Recursos Naturales y 

Ambientales (DRNA) describiendo las medidas de control de erosión las 

cuales incluirán control de perímetro (silt fence), en el área de Fajardo 

se utilizarán toldo en los camiones, salidas estabilizadas de camiones, 

manguera de lavado de neumáticos, entre otras.  

 

• Desperdicios de Construcción  

 

Se estarán generando unas 260 yd3 de desperdicios de demolición de 

concreto y asfalto. La fase de construcción generará unas 40yd3 

adicionales para un total de 300 yd3. Serán manejadas por 

transportadores, recicladores y relleno sanitarios autorizados por el 

DRNA.   
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• Aumento en Flujo Vehicular 

 

El flujo vehicular aumentará aproximadamente a 10 vehículos diarios 

durante la construcción. No se espera incremento en flujo vehicular 

durante la operación. No se propone empleos nuevos para la operación 

en este caso.  

 

• Niveles de Ruido 

 

Los niveles de ruido serán de aproximadamente 75 dbA y pueden 

aumentar hasta 80-90 dbA en momentos específicos durante la 

construcción.  En la operación del proyecto propuesto los niveles de 

ruido serán de aproximadamente 75 dbA ó menos. 

 

• Emisiones Atmosféricas 

 

No se propone ninguna fuente de emisión nueva para este proyecto. 

 

El impacto mayor del proyecto será en la construcción y se tomarán las medidas 

correspondientes para el control de erosión y manejo de escombros de la 

instalación de la tubería sanitaria. Isleta Marina es existente por más de 50 años 

y cuenta con la infraestructura necesaria para llevar a cabo el proyecto.  

 

E.  Comentarios, requisitos y recomendaciones de las agencias consultadas 

 

Los comentarios serán atendidos luego que el documento ambiental sea 

circulado para evaluación por la División de Evaluación y Cumplimiento 

Ambiental (DECA) de OGPe. 

 

F.  Lista de las agencias y entidades a las que se les circula el documento 

ambiental 

 

La lista de agencias que serán consultadas será determinada por la División de 

Evaluación y Cumplimiento Ambiental (DECA) de OGPe. 
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G.  Determinación de impacto ambiental significativo o de no impacto 

ambiental significativo 

 

Actualmente, las facilidades de la planta de tratamiento del complejo Isleta 

Marina 

 

El proyecto propuesto no tendrá impacto ambiental significativo. No se están 

introduciendo impactos ambientales diferentes a los que actualmente ocurren. 

Se cuenta con la infraestructura para el manejo de los impactos de la 

construcción y operación del proyecto propuesto. Se cumplirá con las normas 

ambientales locales y federales aplicables al caso.   

 

 

H.  Descripción de la ubicación propuesta con sus componentes físicos y 

bióticos que incluye: 

 

1. Ubicación del proyecto en mapa topográfico (cuadrángulo) en una 

escala 1:20,000 

 

El cuadrángulo del Servicio Geológico Federal (USGS) con la ubicación del 

proyecto se incluye en el Apéndice 1. 

 

2. Plano esquemático del proyecto en una escala conveniente 

 

El plano esquemático donde se señala la localización de las diferentes 

fases del proyecto propuesto se incluye en el Apéndice 2. La foto aérea 

de Google de la condición actual de la Planta de Tratamiento de Isleta 

Marina se incluye en el Apéndice 3.   

 

3.  Área que ocupa el proyecto 

 

El proyecto con el total de áreas a trabajar cubre cerca de 395.87 metros 

cuadrados sin incluir la tuberia. Se propone perturbar cerca de 800 metros 

cuadrados 
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4.  Lista de flora y fauna existente  

 

La vegetación tanto estuarina como de praderas son hierbas marinas que 

son importantes al ecosistema abundan de la Bahia de Fajardo. 

 

• Hierba de tortuga (Thalassia testudinum) 

• Hierba de manatí (Syringodium filiforme) 

• Hierba de bajo o de banco (Halodule wrightii) 

• Hierba paleta de remo (Halophila decipiens).  

 

En cuanto a la fauna, habitan especies consideradas en peligro de 

extinción o amenazadas como son: 

 

• Pelícano Pardo (Pelecanus occidentalis) 

• Manatí (Trichechus manatus) 

• Carey de Concha (Eretmochelys imbricata) 

• Tinglar (Dermochelys coriacea) 

• Peje Blanco (Chelonia mydas) 

 

Especies de aves como el Playero (Calidris alba) y otras de tipo migratorio 

son observadas. 

 

No existen áreas ecológicamente sensitivas que puedan verse afectadas 

por el proyecto propuesto, ya que se está reutilizando la misma 

servidumbre que utilizan para las tuberías de agua potable y de energía 

eléctrica. 

 

En el Apéndice 4 se incluyen fotos de las áreas del proyecto propuesto. 
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 5. Tipos y características de los suelos en el área donde estará ubicado 

el proyecto 

 

Los suelos originales del área fueron perturbados en el desarrollo del 

Condominio Isleta Marina hace más de 50 años, por lo que se estará 

impactando el relleno (backfill) de la construcción original. Los suelos son: 

 

• Descalabrado consta de suelos poco profundos y bien drenados en 

tierras altas. se formaron con materiales de roca volcánica 

deteriorados. típicamente, estos suelos tienen una capa superficial 

de 12 cm de grosor. el subsuelo, de 12 cm a 30 cm, es de arcilla 

gravosa de color marrón oscuro. la roca volcánica dura se encuentra 

a 30 cm de grosor. 

• Suelo Urbano está cubierto principalmente por calles, 

estacionamientos, edificios y otras estructuras de las zonas urbanas. 

La serie Durados consiste en suelos muy profundos y 

excesivamente drenados en las llanuras costeras. Se formaron con 

conchas marinas del tamaño de la arena y fragmentos volcánicos. 

Estos suelos suelen tener una capa superficial franco arenosa de 

color marrón muy oscuro, de 35 cm de espesor. La capa subterránea 

es de arena fina francosa de color marrón oscuro. El sustrato 

superior es de color marrón muy pálido y marrón grisáceo muy 

oscuro. El sustrato inferior, hasta 152 cm, es de arena marrón 

amarillento oscuro, amarillo parduzco y marrón claro. 

 

Según el Mapa Geológico de Fajardo y Cayo Icacos del 1980 confirma que 

las formaciones geológicas son Qbc - Beach Deposits of Volvanic Rock 

Fragments (Holocene) y Qf - Artificial Fill (Holocene) 

 

• Qbc - Depósitos de Playa de Fragmentos de Roca Volcánica 

(Holoceno): Arena de grano grueso a medio, generalmente bien 

clasificada, compuesta por fragmentos de coral, algas coralinas y 

conchas de animales marinos. 

• Qf - Relleno Artificial (Holoceno): Principalmente arena, arcilla y 

fragmentos de coral cerca o sobre la costa; en otros lugares, 
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compuesto de tierra y escombros de roca. El espesor varía de 2 a 

aproximadamente 12 m. 

 

Sobre el suelo en el fondo marino; el Coast Survey de NOAA tiene 

identificado: 

 

• Lecho marino (seabead) - M (Mud) 

 

En los próximos días estaremos recibiendo el estudio de suelo de las áreas 

del proyecto en el cual explican detalladamente el suelo y los métodos a 

utilizarse en la construcción. Se estará anejando como parte del expediente 

en el permiso de construcción. 

 

6. Formaciones geológicas existentes en el área del proyecto y áreas 

adyacentes dentro de una distancia de 400 metros, medidas desde el 

perímetro del proyecto y la distancia a que se encuentran del mismo 

 

En el Apéndice 6 se incluye el Mapa Geológico de PR Interactivo que 

confirma que las formaciones geológicas son Qbc - Beach Deposits of 

Volvanic Rock Fragments (Holocene) y Qf - Artificial Fill (Holocene) 

 

▪ Qbc - Depósitos de Playa de Fragmentos de Roca Volcánica 

(Holoceno): Arena de grano grueso a medio, generalmente bien 

clasificada, compuesta por fragmentos de coral, algas coralinas 

y conchas de animales marinos. 

▪ Qf - Relleno Artificial (Holoceno): Principalmente arena, arcilla 

y fragmentos de coral cerca o sobre la costa; en otros lugares, 

compuesto de tierra y escombros de roca. El espesor varía de 2 

a aproximadamente 12 m. 
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7. Sistemas naturales y artificiales existentes en el área del proyecto y 

áreas adyacentes dentro de una distancia de 400 metros, medidos 

desde el perímetro del proyecto y la distancia a que se encuentran del 

mismo. 

 

El único sistema naturales existentes en el área del proyecto es la Bahía de 

Fajardo 

 

 

8. Uso y zonificación de los terrenos propuestos para el proyecto y 

colindancia 

 

Los lotes del Parque Industrial Jimeco y los solares vecinos están todos 

clasificados como Conservación de Recursos (C-R). Se incluye el Mapa de 

Zonificación en el Apéndice 7. 

 

 

9. Identificación de los cuerpos de agua que serán impactados por la 

acción propuesta 

 

No hay cuerpos de agua superficiales en los alrededores del proyecto que 

puedan ser impactados por la acción propuesta. El proyecto se encuentra a 

varios metros del mar. 

 

10. Pozos de agua potable dentro del radio de 460 metros desde el 

perímetro del proyecto 

 

El Condominio Isleta Marina no tiene pozos de extracción de agua. El 

mapa de Puerto Rico Interactivo solo presenta un pozo de extracción de 

agua a unos 500 metros al noroeste de la propiedad, en la PR-865. 
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11. Indicar si el proyecto o algún componente del mismo estará o no 

ubicado en zona inundable, identificar la zona y la cota de inundación 

máxima del área donde ubica el proyecto 

 

La foto aérea del Apéndice 5 confirma que el solar está clasificado como 

no inundable. (Zona AE área de Fajardo y Zona D área de Cayo Obispo)  

 

12. Infraestructura disponible  

 

a) Líneas de agua potable 

 

El Condominio Isleta Marina tiene conexión al sistema de agua 

potable de la AAA. La demanda de agua potable actual de la 

operación se estima en unos 15,400 gpd a base de las facturas 

recientes. Ese total incluye uso sanitario y el consumo de la 

operación. El proyecto no tendrá impacto en consumo de agua toda 

vez que no se proponen empleados ni operaciones nuevas que 

consuman agua.   

 

b) Líneas de sanitaria 

 

El condominio Isleta Marina tiene conexión a la Planta de tratamiento. 

Se propone la conexión al sistema sanitario de AAA en la calle 

Maternillo en Fajardo. No hay pozos sépticos en esta propiedad.  

 

El consumo sanitario en la construcción será manejado con baños 

portátiles contratados por el contratista. 

 

c) Línea de energía eléctrica 

 

El condominio Isleta Marina tiene conexión al sistema de energía 

eléctrica de la AEE (Luma). Se propone  

 

 

 

 



FORMULARIO PARA EVALUACIÓN AMBIENTAL 

Nombre del Proyecto: Isleta Marina Wastewater Treatment Plant (WWTP) Elimination and 
New Wastewater Pipeline Project, Fajardo, P.R.,  
Caso Núm. 2025-622496-REA-300895 

 19 

d) Vías de acceso 

 

La entrada al Ferry de Isleta Marina se encuentra en la Avenida El 

Pescador. 

 

  Nombre o Identificación 

de las Vías  

Ancho de Rodaje  

(metros) 

 Avenida El Pescador 9 m (aprox) 

 

13.   Rutas de acceso al proyecto propuesto 

 

Las rutas de acceso principales el por el Ferry de Isleta Marina.   

 

14.  Distancia del proyecto a la residencia más cercana y a la zona de 

tranquilidad más cercana 

 

La residencia (condominio) más cercana se encuentra a 

aproximadamente 50 metros al este del proyecto. 

 

15.  Tomas de agua potable públicas o privadas 

 

No hay toma de agua potable, pública o privada.  

 

16. Identificación o ubicación de áreas ecológicamente sensitivas 

cercanas al área del proyecto y la distancia a la que se encuentran 

del mismo 

 

La Bahia de Fajardo y la Reserva Natural Cayos de la Cordillera, son las 

áreas ecológicas que cercanas al proyecto.  
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I. Descripción de la acción propuesta 

 

1.  Necesidad del proyecto 

 

El Condominio Isleta Marina propone eliminar la planta de tratamiento de 

aguas residuales ubicada en el Cayo Obispo eliminando la fuente 

precisada de descarga en el Puerto Real en Fajardo. Las funciones de la 

planta de tratamiento serán remplazadas por una nueva estación de 

bombas que transferirá los efluentes sanitarios al punto receptor de la AAA 

en la calle Maternillo. Esto para cumplir con la Ley de Aguas Limpias de 

1972 (Clean Waters Act, 1972) y Ley de Manejo de la Zona Costanera 1972 

(Coastal Zone Management Act, 1972 - NOAA) y reglamentación vigente 

de protección de especies, entre otras disposiciones. 

 

 

2.  Estimado de costo total del proyecto 

 

El costo del proyecto propuesto se estima en unos $2,442,500.00. Será 

financiado con fondos privados.   

 

3.  Movimiento de tierra 

 

Se perturbarán cerca de 800 metros cuadrados. Eso representa un 

estimado de unos 410 m3 de corte y 410 m3 de relleno. Esos estimados 

serán revisados luego que se complete el diseño del proyecto.  

 

La tierra que no sea reusada en el proyecto será depositada en algún 

relleno sanitario con Permiso General de Otras Obras (PGO) vigente. 
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4. Indique las medidas a utilizarse para reducir al máximo daños 

causados por erosión, sedimentación y deforestación durante la 

construcción y operación 

 

a) Durante la construcción 

 

1) Erosión y Sedimentación 

 

Se solicitará el Permiso Único Incidental (PUI) luego de la 

aprobación de este documento ambiental el cual describirá las 

medidas de control de erosión que serán implantadas, incluyendo 

el control de perímetro con malla sintética (silf fence), control de 

montículos de tierra, uso de salidas estabilizadas de camiones, 

entre otros. 

 

2) Deforestación 

 

El área impactada por movimiento de tierra no tiene árboles que 

remover. Se solicitará la preconsulta de no aplicabilidad del 

permiso de corte y poda de árboles previo a la radicación del PUI.  

 

3) Polvo Fugitivo 

 

La fase de construcción tiene potencial de generar polvo fugitivo. 

Este polvo fugitivo será controlado utilizando camiones o 

mangueras de agua, mediante compactación de terreno expuesto 

y uso de toldo en camiones. 

 

b) Durante la operación 

 

1) Erosión y Sedimentación 

 

Las áreas perturbadas quedarán estabilizadas con asfalto, 

concreto o grama. No se genera erosión en las operaciones 

actuales del proyecto. 
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2) Deforestación 

 

No se propone deforestación en la construcción ni en la operación.  

 

3) Polvo Fugitivo 

 

Las operaciones del proyecto Isleta Marina no van a generar polvo 

fugitivo.  

 

5. Niveles de ruido durante las etapas de construcción y operación, 

incluyendo horario. 

 

En la siguiente tabla se resumen los niveles de ruido que se planifica 

mantener durante las actividades de construcción y operación: 

 

Actividad Horario  Niveles de ruido (dBA) 

Construcción  Diurno (8 horas) 85 - 95 dBA 

temporeramente en el 

proyecto 

Cerca de 65 dBA en la 

colindancia 

Operación 16 horas Cerca de 65 dBA 

 

 

6. Medidas de control a utilizarse para minimizar el ruido a emitirse y 

recibirse durante la construcción y operación 

 

a) Construcción 

 

Durante las actividades de construcción se pueden generar niveles 

de ruido en exceso de las normas aplicables.  Sin embargo, este 

efecto solo será temporero. Para minimizar el ruido se implantarán 

las siguientes medidas: 

• El trabajo se efectuará en turnos diurnos.  
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• Se le requerirá al contratista que use equipo de construcción 

con silenciadores u otros atenuadores de sonido en buenas 

condiciones de operación. 

 

b) Operación 

 

Las operaciones de la planta de tratamiento son existentes y no 

generan ruido sobre los niveles regulados.    

 

 

7. Medidas de protección a los sistemas naturales existentes 

 

Se estarán utilizando pacas de heno y silt fence para que los sedimentos 

sueltos no lleguen a los cuerpos de agua cercanos al proyecto.  

 

 

8. Consumo estimado y abasto de agua, en las distintas etapas del 

proyecto 

 

El Condominio Isleta Marina tiene conexión al sistema de agua potable de 

la AAA. La demanda de agua potable actual de la operación se estima en 

unos 15,400 gpd a base de las facturas recientes. Ese total incluye uso 

sanitario y el consumo de la operación. 

 

9. Volumen estimado de aguas usadas a generarse durante las etapas de 

construcción y operación 

 

La generación de aguas usadas de la operación se estima en 4,000 gpd. No 

se proponen aumentos. La generación de aguas usadas en la construcción 

se estima en 1,000 gpd para consumo sanitario. Ese impacto será atendido 

con baños portátiles contratados.    
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10.  Lugar de disposición final de las aguas usadas durante las etapas de 

construcción y operación 

 

Las aguas usadas de la operación serán descargadas a la planta de 

tratamiento del condominio hasta que la línea sanitaria sea instalada y 

conectada a la autoridad de acueductos y alcantarillados en la calle 

Maternillo. No hay pozos sépticos en la propiedad. Las aguas usadas de la 

construcción serán manejadas con baños portátiles.    

 

11.  Tanques de Almacenaje 

 

No habrá tanques de almacenamiento.  

 

12. Lugar de disposición final de las aguas de escorrentías 

 

Las aguas de lluvia del solar son descargadas directamente al mar. 

 

13. Dragados  

 

El proyecto propuesto no incluye dragados. 

 

14. Desperdicios Sólidos 

 

a)  Desperdicios Sólidos No Peligrosos 

 

La construcción generará unas 300 yd3 de demolición incidental y 

de construcción que serán manejadas por transportadores y rellenos 

sanitarios con permisos DS-1 y DS-2 del DRNA. Se solicitará el 

permiso ambiental PUI para el manejo de estos desperdicios.  

 

b)  Desperdicios Especiales y Peligrosos 

 

La operación no generara desperdicios especiales y peligrosos.  
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15.  Fuentes de emisión atmosférica 

 

a)  Durante la Construcción 

 

En la construcción no se proponen fuentes de emisión sujetas a 

permiso del DRNA.  

 

b)  Durante la Operación  

 

No se proponen fuentes de emisión atmosféricas. 

 

16.  Demanda de energía eléctrica en las distintas etapas del proyecto 

 

No hay ninguna demanda de energía sujeta al proyecto 

 

17.  Instalación de generadores de electricidad de emergencia 

 

a)  Durante la Construcción 

 

Durante la construcción no será necesario la utilización de 

generadores de electricidad. 

 

b)  Durante la Operación  

 

No se propone la instalación de generadores de electricidad nuevos.  
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18. Aumento en tránsito vehicular a generarse en las etapas de 

construcción y operación 

 

  Durante la construcción Durante la operación  

 Aumento en Tránsito Vehicular 10 N/A 

 

19. Empleos temporeros y permanentes a generarse durante la 

construcción y operación 

  Durante la construcción Durante la operación  

 Empleos directos  Cerca de 10 No se propone empleos 

nuevos 

 Empleos indirectos* N/A N/A 

 Empleos temporeros Cerca de 10 N/A 

 Empleos permanentes N/A N/A 

 

 

J. Análisis del impacto ambiental y medidas de mitigación  

 

Los impactos al ambiente y las medidas de mitigación han sido discutidos a través 

de este documento.    

 

Luego de analizar el proyecto de construcción propuesto, se concluye que la acción 

propuesta por el Condominio Isleta Marina no conllevará un impacto ambiental 

significativo. Al contrario, el beneficio ambiental y el beneficio a la salud. En adición, 

se concluye que el impacto infraestructura del área tiene la capacidad para suplir 

las necesidades del proyecto propuesto. 

 

Tanto en el diseño del proyecto, como en la construcción y posterior operación del 

proyecto propuesto se estarán tomando todas las provisiones para el 

funcionamiento de las instalaciones de una manera segura, tomando en 

consideración la protección del ambiente y al bienestar de sus empleados y 

vecinos. 
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AutoCAD SHX Text
WATER-CEMENT RATIO REQUIREMENTS FOR DIFFERENT COMPRESSIVE STRENGHTS  RATIO REQUIREMENTS FOR DIFFERENT COMPRESSIVE STRENGHTS RATIO REQUIREMENTS FOR DIFFERENT COMPRESSIVE STRENGHTS  REQUIREMENTS FOR DIFFERENT COMPRESSIVE STRENGHTS REQUIREMENTS FOR DIFFERENT COMPRESSIVE STRENGHTS  FOR DIFFERENT COMPRESSIVE STRENGHTS FOR DIFFERENT COMPRESSIVE STRENGHTS  DIFFERENT COMPRESSIVE STRENGHTS DIFFERENT COMPRESSIVE STRENGHTS  COMPRESSIVE STRENGHTS COMPRESSIVE STRENGHTS  STRENGHTS STRENGHTS OF CONCRETE.

AutoCAD SHX Text
CONDUIT OF PIPE SIZE (O.D.) SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB  OF PIPE SIZE (O.D.) SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB OF PIPE SIZE (O.D.) SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB  PIPE SIZE (O.D.) SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB PIPE SIZE (O.D.) SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB  SIZE (O.D.) SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB SIZE (O.D.) SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB  (O.D.) SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB (O.D.) SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB  SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB SHALL NOT EXCEED 30 PERCENT OF TOTAL SLAB  NOT EXCEED 30 PERCENT OF TOTAL SLAB NOT EXCEED 30 PERCENT OF TOTAL SLAB  EXCEED 30 PERCENT OF TOTAL SLAB EXCEED 30 PERCENT OF TOTAL SLAB  30 PERCENT OF TOTAL SLAB 30 PERCENT OF TOTAL SLAB  PERCENT OF TOTAL SLAB PERCENT OF TOTAL SLAB  OF TOTAL SLAB OF TOTAL SLAB  TOTAL SLAB TOTAL SLAB  SLAB SLAB THICKNESS AND SHALL BE PLACED BETWEEN THE TOP & BOTTOM  AND SHALL BE PLACED BETWEEN THE TOP & BOTTOM AND SHALL BE PLACED BETWEEN THE TOP & BOTTOM  SHALL BE PLACED BETWEEN THE TOP & BOTTOM SHALL BE PLACED BETWEEN THE TOP & BOTTOM  BE PLACED BETWEEN THE TOP & BOTTOM BE PLACED BETWEEN THE TOP & BOTTOM  PLACED BETWEEN THE TOP & BOTTOM PLACED BETWEEN THE TOP & BOTTOM  BETWEEN THE TOP & BOTTOM BETWEEN THE TOP & BOTTOM  THE TOP & BOTTOM THE TOP & BOTTOM  TOP & BOTTOM TOP & BOTTOM  & BOTTOM & BOTTOM  BOTTOM BOTTOM REINFORCEMENT, UNLESS SPECIFICALLY DETAILED OTHERWISE. CONCENTRATIONS  UNLESS SPECIFICALLY DETAILED OTHERWISE. CONCENTRATIONS UNLESS SPECIFICALLY DETAILED OTHERWISE. CONCENTRATIONS  SPECIFICALLY DETAILED OTHERWISE. CONCENTRATIONS SPECIFICALLY DETAILED OTHERWISE. CONCENTRATIONS  DETAILED OTHERWISE. CONCENTRATIONS DETAILED OTHERWISE. CONCENTRATIONS  OTHERWISE. CONCENTRATIONS OTHERWISE. CONCENTRATIONS  CONCENTRATIONS CONCENTRATIONS OF CONDUITS OR PIPES SHALL BE AVOIDED EXCEPT WHERE DETAILED OPENINGS  CONDUITS OR PIPES SHALL BE AVOIDED EXCEPT WHERE DETAILED OPENINGS CONDUITS OR PIPES SHALL BE AVOIDED EXCEPT WHERE DETAILED OPENINGS  OR PIPES SHALL BE AVOIDED EXCEPT WHERE DETAILED OPENINGS OR PIPES SHALL BE AVOIDED EXCEPT WHERE DETAILED OPENINGS  PIPES SHALL BE AVOIDED EXCEPT WHERE DETAILED OPENINGS PIPES SHALL BE AVOIDED EXCEPT WHERE DETAILED OPENINGS  SHALL BE AVOIDED EXCEPT WHERE DETAILED OPENINGS SHALL BE AVOIDED EXCEPT WHERE DETAILED OPENINGS  BE AVOIDED EXCEPT WHERE DETAILED OPENINGS BE AVOIDED EXCEPT WHERE DETAILED OPENINGS  AVOIDED EXCEPT WHERE DETAILED OPENINGS AVOIDED EXCEPT WHERE DETAILED OPENINGS  EXCEPT WHERE DETAILED OPENINGS EXCEPT WHERE DETAILED OPENINGS  WHERE DETAILED OPENINGS WHERE DETAILED OPENINGS  DETAILED OPENINGS DETAILED OPENINGS  OPENINGS OPENINGS ARE PROVIDED.

AutoCAD SHX Text
NO JOINT, OPENING, SLOT OR GROOVE OTHER THAN THAT SHOWN ON DRAWINGS  JOINT, OPENING, SLOT OR GROOVE OTHER THAN THAT SHOWN ON DRAWINGS JOINT, OPENING, SLOT OR GROOVE OTHER THAN THAT SHOWN ON DRAWINGS  OPENING, SLOT OR GROOVE OTHER THAN THAT SHOWN ON DRAWINGS OPENING, SLOT OR GROOVE OTHER THAN THAT SHOWN ON DRAWINGS  SLOT OR GROOVE OTHER THAN THAT SHOWN ON DRAWINGS SLOT OR GROOVE OTHER THAN THAT SHOWN ON DRAWINGS  OR GROOVE OTHER THAN THAT SHOWN ON DRAWINGS OR GROOVE OTHER THAN THAT SHOWN ON DRAWINGS  GROOVE OTHER THAN THAT SHOWN ON DRAWINGS GROOVE OTHER THAN THAT SHOWN ON DRAWINGS  OTHER THAN THAT SHOWN ON DRAWINGS OTHER THAN THAT SHOWN ON DRAWINGS  THAN THAT SHOWN ON DRAWINGS THAN THAT SHOWN ON DRAWINGS  THAT SHOWN ON DRAWINGS THAT SHOWN ON DRAWINGS  SHOWN ON DRAWINGS SHOWN ON DRAWINGS  ON DRAWINGS ON DRAWINGS  DRAWINGS DRAWINGS SHALL BE PERMITTED WITHOUT PREVIOUS APPROVAL BY THE ENGINEER. ALL  BE PERMITTED WITHOUT PREVIOUS APPROVAL BY THE ENGINEER. ALL BE PERMITTED WITHOUT PREVIOUS APPROVAL BY THE ENGINEER. ALL  PERMITTED WITHOUT PREVIOUS APPROVAL BY THE ENGINEER. ALL PERMITTED WITHOUT PREVIOUS APPROVAL BY THE ENGINEER. ALL  WITHOUT PREVIOUS APPROVAL BY THE ENGINEER. ALL WITHOUT PREVIOUS APPROVAL BY THE ENGINEER. ALL  PREVIOUS APPROVAL BY THE ENGINEER. ALL PREVIOUS APPROVAL BY THE ENGINEER. ALL  APPROVAL BY THE ENGINEER. ALL APPROVAL BY THE ENGINEER. ALL  BY THE ENGINEER. ALL BY THE ENGINEER. ALL  THE ENGINEER. ALL THE ENGINEER. ALL  ENGINEER. ALL ENGINEER. ALL  ALL ALL CONSTRUCTION JOINT  SURFACES SHALL BE CLEANED AND ROUGHENED  JOINT  SURFACES SHALL BE CLEANED AND ROUGHENED JOINT  SURFACES SHALL BE CLEANED AND ROUGHENED   SURFACES SHALL BE CLEANED AND ROUGHENED  SURFACES SHALL BE CLEANED AND ROUGHENED SURFACES SHALL BE CLEANED AND ROUGHENED  SHALL BE CLEANED AND ROUGHENED SHALL BE CLEANED AND ROUGHENED  BE CLEANED AND ROUGHENED BE CLEANED AND ROUGHENED  CLEANED AND ROUGHENED CLEANED AND ROUGHENED  AND ROUGHENED AND ROUGHENED  ROUGHENED ROUGHENED IMMEDIATELY BEFORE CONCRETING AND TREATED AS INSTRUCTED IN THE "ACI  BEFORE CONCRETING AND TREATED AS INSTRUCTED IN THE "ACI BEFORE CONCRETING AND TREATED AS INSTRUCTED IN THE "ACI  CONCRETING AND TREATED AS INSTRUCTED IN THE "ACI CONCRETING AND TREATED AS INSTRUCTED IN THE "ACI  AND TREATED AS INSTRUCTED IN THE "ACI AND TREATED AS INSTRUCTED IN THE "ACI  TREATED AS INSTRUCTED IN THE "ACI TREATED AS INSTRUCTED IN THE "ACI  AS INSTRUCTED IN THE "ACI AS INSTRUCTED IN THE "ACI  INSTRUCTED IN THE "ACI INSTRUCTED IN THE "ACI  IN THE "ACI IN THE "ACI  THE "ACI THE "ACI  "ACI "ACI MANUAL OF CONCRETE PRACTICE".

AutoCAD SHX Text
ALL FORMWORK FOR FLEXURAL MEMBERS SHALL BE BUILT WITH A CAMBER  FORMWORK FOR FLEXURAL MEMBERS SHALL BE BUILT WITH A CAMBER FORMWORK FOR FLEXURAL MEMBERS SHALL BE BUILT WITH A CAMBER  FOR FLEXURAL MEMBERS SHALL BE BUILT WITH A CAMBER FOR FLEXURAL MEMBERS SHALL BE BUILT WITH A CAMBER  FLEXURAL MEMBERS SHALL BE BUILT WITH A CAMBER FLEXURAL MEMBERS SHALL BE BUILT WITH A CAMBER  MEMBERS SHALL BE BUILT WITH A CAMBER MEMBERS SHALL BE BUILT WITH A CAMBER  SHALL BE BUILT WITH A CAMBER SHALL BE BUILT WITH A CAMBER  BE BUILT WITH A CAMBER BE BUILT WITH A CAMBER  BUILT WITH A CAMBER BUILT WITH A CAMBER  WITH A CAMBER WITH A CAMBER  A CAMBER A CAMBER  CAMBER CAMBER CORRESPONDING TO ITS OWN DEFORMATION PLUS THE STRUCTURE DEAD LOAD  TO ITS OWN DEFORMATION PLUS THE STRUCTURE DEAD LOAD TO ITS OWN DEFORMATION PLUS THE STRUCTURE DEAD LOAD  ITS OWN DEFORMATION PLUS THE STRUCTURE DEAD LOAD ITS OWN DEFORMATION PLUS THE STRUCTURE DEAD LOAD  OWN DEFORMATION PLUS THE STRUCTURE DEAD LOAD OWN DEFORMATION PLUS THE STRUCTURE DEAD LOAD  DEFORMATION PLUS THE STRUCTURE DEAD LOAD DEFORMATION PLUS THE STRUCTURE DEAD LOAD  PLUS THE STRUCTURE DEAD LOAD PLUS THE STRUCTURE DEAD LOAD  THE STRUCTURE DEAD LOAD THE STRUCTURE DEAD LOAD  STRUCTURE DEAD LOAD STRUCTURE DEAD LOAD  DEAD LOAD DEAD LOAD  LOAD LOAD DEFORMATIONS. IN DETERMINING THE AMOUNT OF CAMBER, THE CONTRACTOR  IN DETERMINING THE AMOUNT OF CAMBER, THE CONTRACTOR IN DETERMINING THE AMOUNT OF CAMBER, THE CONTRACTOR  DETERMINING THE AMOUNT OF CAMBER, THE CONTRACTOR DETERMINING THE AMOUNT OF CAMBER, THE CONTRACTOR  THE AMOUNT OF CAMBER, THE CONTRACTOR THE AMOUNT OF CAMBER, THE CONTRACTOR  AMOUNT OF CAMBER, THE CONTRACTOR AMOUNT OF CAMBER, THE CONTRACTOR  OF CAMBER, THE CONTRACTOR OF CAMBER, THE CONTRACTOR  CAMBER, THE CONTRACTOR CAMBER, THE CONTRACTOR  THE CONTRACTOR THE CONTRACTOR  CONTRACTOR CONTRACTOR SHALL HAVE THE ASSISTANCE OF THE DESIGNER WHERE SO REQUESTED.

AutoCAD SHX Text
WELDING OF REINFORCEMENT SHALL BE WITH LOW HYDROGEN ELECTRODES IN  OF REINFORCEMENT SHALL BE WITH LOW HYDROGEN ELECTRODES IN OF REINFORCEMENT SHALL BE WITH LOW HYDROGEN ELECTRODES IN  REINFORCEMENT SHALL BE WITH LOW HYDROGEN ELECTRODES IN REINFORCEMENT SHALL BE WITH LOW HYDROGEN ELECTRODES IN  SHALL BE WITH LOW HYDROGEN ELECTRODES IN SHALL BE WITH LOW HYDROGEN ELECTRODES IN  BE WITH LOW HYDROGEN ELECTRODES IN BE WITH LOW HYDROGEN ELECTRODES IN  WITH LOW HYDROGEN ELECTRODES IN WITH LOW HYDROGEN ELECTRODES IN  LOW HYDROGEN ELECTRODES IN LOW HYDROGEN ELECTRODES IN  HYDROGEN ELECTRODES IN HYDROGEN ELECTRODES IN  ELECTRODES IN ELECTRODES IN  IN IN CONFORMANCE WITH "REINFORCING STEEL WELDING CODE" AND "RECOMMENDED  WITH "REINFORCING STEEL WELDING CODE" AND "RECOMMENDED WITH "REINFORCING STEEL WELDING CODE" AND "RECOMMENDED  "REINFORCING STEEL WELDING CODE" AND "RECOMMENDED "REINFORCING STEEL WELDING CODE" AND "RECOMMENDED  STEEL WELDING CODE" AND "RECOMMENDED STEEL WELDING CODE" AND "RECOMMENDED  WELDING CODE" AND "RECOMMENDED WELDING CODE" AND "RECOMMENDED  CODE" AND "RECOMMENDED CODE" AND "RECOMMENDED  AND "RECOMMENDED AND "RECOMMENDED  "RECOMMENDED "RECOMMENDED PRACTICES FOR WELDING REINFORCING STEEL" BOTH BY THE AWS (AWS D12.1.  FOR WELDING REINFORCING STEEL" BOTH BY THE AWS (AWS D12.1. FOR WELDING REINFORCING STEEL" BOTH BY THE AWS (AWS D12.1.  WELDING REINFORCING STEEL" BOTH BY THE AWS (AWS D12.1. WELDING REINFORCING STEEL" BOTH BY THE AWS (AWS D12.1.  REINFORCING STEEL" BOTH BY THE AWS (AWS D12.1. REINFORCING STEEL" BOTH BY THE AWS (AWS D12.1.  STEEL" BOTH BY THE AWS (AWS D12.1. STEEL" BOTH BY THE AWS (AWS D12.1.  BOTH BY THE AWS (AWS D12.1. BOTH BY THE AWS (AWS D12.1.  BY THE AWS (AWS D12.1. BY THE AWS (AWS D12.1.  THE AWS (AWS D12.1. THE AWS (AWS D12.1.  AWS (AWS D12.1. AWS (AWS D12.1.  (AWS D12.1. (AWS D12.1.  D12.1. D12.1. & AWS D1.4 RESPECTIVELY).

AutoCAD SHX Text
ALL NEGATIVE REINFORCEMENT (TOP REINF.) AND POSITIVE REINFORCEMENT  NEGATIVE REINFORCEMENT (TOP REINF.) AND POSITIVE REINFORCEMENT NEGATIVE REINFORCEMENT (TOP REINF.) AND POSITIVE REINFORCEMENT  REINFORCEMENT (TOP REINF.) AND POSITIVE REINFORCEMENT REINFORCEMENT (TOP REINF.) AND POSITIVE REINFORCEMENT  (TOP REINF.) AND POSITIVE REINFORCEMENT (TOP REINF.) AND POSITIVE REINFORCEMENT  REINF.) AND POSITIVE REINFORCEMENT REINF.) AND POSITIVE REINFORCEMENT  AND POSITIVE REINFORCEMENT AND POSITIVE REINFORCEMENT  POSITIVE REINFORCEMENT POSITIVE REINFORCEMENT  REINFORCEMENT REINFORCEMENT (BOTTOM REINF.) IN SLABS AND BEAMS SHALL BE EXTENDED BEYOND THE  REINF.) IN SLABS AND BEAMS SHALL BE EXTENDED BEYOND THE REINF.) IN SLABS AND BEAMS SHALL BE EXTENDED BEYOND THE  IN SLABS AND BEAMS SHALL BE EXTENDED BEYOND THE IN SLABS AND BEAMS SHALL BE EXTENDED BEYOND THE  SLABS AND BEAMS SHALL BE EXTENDED BEYOND THE SLABS AND BEAMS SHALL BE EXTENDED BEYOND THE  AND BEAMS SHALL BE EXTENDED BEYOND THE AND BEAMS SHALL BE EXTENDED BEYOND THE  BEAMS SHALL BE EXTENDED BEYOND THE BEAMS SHALL BE EXTENDED BEYOND THE  SHALL BE EXTENDED BEYOND THE SHALL BE EXTENDED BEYOND THE  BE EXTENDED BEYOND THE BE EXTENDED BEYOND THE  EXTENDED BEYOND THE EXTENDED BEYOND THE  BEYOND THE BEYOND THE  THE THE CENTER LINE OF THE END SUPPORTS IN ACCORDANCE WITH THE LATEST  LINE OF THE END SUPPORTS IN ACCORDANCE WITH THE LATEST LINE OF THE END SUPPORTS IN ACCORDANCE WITH THE LATEST  OF THE END SUPPORTS IN ACCORDANCE WITH THE LATEST OF THE END SUPPORTS IN ACCORDANCE WITH THE LATEST  THE END SUPPORTS IN ACCORDANCE WITH THE LATEST THE END SUPPORTS IN ACCORDANCE WITH THE LATEST  END SUPPORTS IN ACCORDANCE WITH THE LATEST END SUPPORTS IN ACCORDANCE WITH THE LATEST  SUPPORTS IN ACCORDANCE WITH THE LATEST SUPPORTS IN ACCORDANCE WITH THE LATEST  IN ACCORDANCE WITH THE LATEST IN ACCORDANCE WITH THE LATEST  ACCORDANCE WITH THE LATEST ACCORDANCE WITH THE LATEST  WITH THE LATEST WITH THE LATEST  THE LATEST THE LATEST  LATEST LATEST VERSION OF THE ACI BUILDING CODE, UNLESS OTHERWISE SPECIFIED.

AutoCAD SHX Text
ALL REINFORCING BAR BENDS SHALL BE MADE COLD.

AutoCAD SHX Text
ALL LAPPING, BENDING AND PLACING OR REINFORCEMENT SHALL BE DONE IN  LAPPING, BENDING AND PLACING OR REINFORCEMENT SHALL BE DONE IN LAPPING, BENDING AND PLACING OR REINFORCEMENT SHALL BE DONE IN  BENDING AND PLACING OR REINFORCEMENT SHALL BE DONE IN BENDING AND PLACING OR REINFORCEMENT SHALL BE DONE IN  AND PLACING OR REINFORCEMENT SHALL BE DONE IN AND PLACING OR REINFORCEMENT SHALL BE DONE IN  PLACING OR REINFORCEMENT SHALL BE DONE IN PLACING OR REINFORCEMENT SHALL BE DONE IN  OR REINFORCEMENT SHALL BE DONE IN OR REINFORCEMENT SHALL BE DONE IN  REINFORCEMENT SHALL BE DONE IN REINFORCEMENT SHALL BE DONE IN  SHALL BE DONE IN SHALL BE DONE IN  BE DONE IN BE DONE IN  DONE IN DONE IN  IN IN ACCORDANCE WITH THE LATEST VERSION OF THE  ACI BUILDING CODE.

AutoCAD SHX Text
ALL CAST IN PLACE REINFORCED CONCRETE STRUCTURAL MEMBERS SHALL BE  CAST IN PLACE REINFORCED CONCRETE STRUCTURAL MEMBERS SHALL BE CAST IN PLACE REINFORCED CONCRETE STRUCTURAL MEMBERS SHALL BE  IN PLACE REINFORCED CONCRETE STRUCTURAL MEMBERS SHALL BE IN PLACE REINFORCED CONCRETE STRUCTURAL MEMBERS SHALL BE  PLACE REINFORCED CONCRETE STRUCTURAL MEMBERS SHALL BE PLACE REINFORCED CONCRETE STRUCTURAL MEMBERS SHALL BE  REINFORCED CONCRETE STRUCTURAL MEMBERS SHALL BE REINFORCED CONCRETE STRUCTURAL MEMBERS SHALL BE  CONCRETE STRUCTURAL MEMBERS SHALL BE CONCRETE STRUCTURAL MEMBERS SHALL BE  STRUCTURAL MEMBERS SHALL BE STRUCTURAL MEMBERS SHALL BE  MEMBERS SHALL BE MEMBERS SHALL BE  SHALL BE SHALL BE  BE BE PROPERLY CURED IN ACCORDANCE WITH THE LATEST VERSION OF THE ACI  CURED IN ACCORDANCE WITH THE LATEST VERSION OF THE ACI CURED IN ACCORDANCE WITH THE LATEST VERSION OF THE ACI  IN ACCORDANCE WITH THE LATEST VERSION OF THE ACI IN ACCORDANCE WITH THE LATEST VERSION OF THE ACI  ACCORDANCE WITH THE LATEST VERSION OF THE ACI ACCORDANCE WITH THE LATEST VERSION OF THE ACI  WITH THE LATEST VERSION OF THE ACI WITH THE LATEST VERSION OF THE ACI  THE LATEST VERSION OF THE ACI THE LATEST VERSION OF THE ACI  LATEST VERSION OF THE ACI LATEST VERSION OF THE ACI  VERSION OF THE ACI VERSION OF THE ACI  OF THE ACI OF THE ACI  THE ACI THE ACI  ACI ACI CODE, CHAPTER V AND ACI 308.

AutoCAD SHX Text
THE SIZE OF NAILS AND SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE  SIZE OF NAILS AND SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE SIZE OF NAILS AND SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE  OF NAILS AND SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE OF NAILS AND SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE  NAILS AND SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE NAILS AND SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE  AND SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE AND SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE  SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE SIMILAR FASTENERS DRIVEN INTO CONCRETE SHALL BE  FASTENERS DRIVEN INTO CONCRETE SHALL BE FASTENERS DRIVEN INTO CONCRETE SHALL BE  DRIVEN INTO CONCRETE SHALL BE DRIVEN INTO CONCRETE SHALL BE  INTO CONCRETE SHALL BE INTO CONCRETE SHALL BE  CONCRETE SHALL BE CONCRETE SHALL BE  SHALL BE SHALL BE  BE BE SUCH, AS NOT TO CRACK OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS  AS NOT TO CRACK OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS AS NOT TO CRACK OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS  NOT TO CRACK OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS NOT TO CRACK OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS  TO CRACK OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS TO CRACK OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS  CRACK OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS CRACK OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS  OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS OR IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS  IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS IMPAIR IT. NEVERTHELESS, IF THE CONCRETE IS  IT. NEVERTHELESS, IF THE CONCRETE IS IT. NEVERTHELESS, IF THE CONCRETE IS  NEVERTHELESS, IF THE CONCRETE IS NEVERTHELESS, IF THE CONCRETE IS  IF THE CONCRETE IS IF THE CONCRETE IS  THE CONCRETE IS THE CONCRETE IS  CONCRETE IS CONCRETE IS  IS IS DAMAGED, IT SHALL BE PROPERLY REPAIRED AFTER REMOVING THE DAMAGED  IT SHALL BE PROPERLY REPAIRED AFTER REMOVING THE DAMAGED IT SHALL BE PROPERLY REPAIRED AFTER REMOVING THE DAMAGED  SHALL BE PROPERLY REPAIRED AFTER REMOVING THE DAMAGED SHALL BE PROPERLY REPAIRED AFTER REMOVING THE DAMAGED  BE PROPERLY REPAIRED AFTER REMOVING THE DAMAGED BE PROPERLY REPAIRED AFTER REMOVING THE DAMAGED  PROPERLY REPAIRED AFTER REMOVING THE DAMAGED PROPERLY REPAIRED AFTER REMOVING THE DAMAGED  REPAIRED AFTER REMOVING THE DAMAGED REPAIRED AFTER REMOVING THE DAMAGED  AFTER REMOVING THE DAMAGED AFTER REMOVING THE DAMAGED  REMOVING THE DAMAGED REMOVING THE DAMAGED  THE DAMAGED THE DAMAGED  DAMAGED DAMAGED PORTION AND SUITABLE JOINT SURFACE ARE PROVIDED.

AutoCAD SHX Text
PROVIDE DOWELS IN PEDESTAL AND/OR WALL FOOTINGS EQUAL IN GRADE,  DOWELS IN PEDESTAL AND/OR WALL FOOTINGS EQUAL IN GRADE, DOWELS IN PEDESTAL AND/OR WALL FOOTINGS EQUAL IN GRADE,  IN PEDESTAL AND/OR WALL FOOTINGS EQUAL IN GRADE, IN PEDESTAL AND/OR WALL FOOTINGS EQUAL IN GRADE,  PEDESTAL AND/OR WALL FOOTINGS EQUAL IN GRADE, PEDESTAL AND/OR WALL FOOTINGS EQUAL IN GRADE,  AND/OR WALL FOOTINGS EQUAL IN GRADE, AND/OR WALL FOOTINGS EQUAL IN GRADE,  WALL FOOTINGS EQUAL IN GRADE, WALL FOOTINGS EQUAL IN GRADE,  FOOTINGS EQUAL IN GRADE, FOOTINGS EQUAL IN GRADE,  EQUAL IN GRADE, EQUAL IN GRADE,  IN GRADE, IN GRADE,  GRADE, GRADE, SPACING, SIZE AND NUMBER TO VERTICAL REINFORCEMENT, EXTENDING A  SIZE AND NUMBER TO VERTICAL REINFORCEMENT, EXTENDING A SIZE AND NUMBER TO VERTICAL REINFORCEMENT, EXTENDING A  AND NUMBER TO VERTICAL REINFORCEMENT, EXTENDING A AND NUMBER TO VERTICAL REINFORCEMENT, EXTENDING A  NUMBER TO VERTICAL REINFORCEMENT, EXTENDING A NUMBER TO VERTICAL REINFORCEMENT, EXTENDING A  TO VERTICAL REINFORCEMENT, EXTENDING A TO VERTICAL REINFORCEMENT, EXTENDING A  VERTICAL REINFORCEMENT, EXTENDING A VERTICAL REINFORCEMENT, EXTENDING A  REINFORCEMENT, EXTENDING A REINFORCEMENT, EXTENDING A  EXTENDING A EXTENDING A  A A TENSION SPLICE LENGTH INTO THE PEDESTAL AND/OR WALL AND 40 BAR  SPLICE LENGTH INTO THE PEDESTAL AND/OR WALL AND 40 BAR SPLICE LENGTH INTO THE PEDESTAL AND/OR WALL AND 40 BAR  LENGTH INTO THE PEDESTAL AND/OR WALL AND 40 BAR LENGTH INTO THE PEDESTAL AND/OR WALL AND 40 BAR  INTO THE PEDESTAL AND/OR WALL AND 40 BAR INTO THE PEDESTAL AND/OR WALL AND 40 BAR  THE PEDESTAL AND/OR WALL AND 40 BAR THE PEDESTAL AND/OR WALL AND 40 BAR  PEDESTAL AND/OR WALL AND 40 BAR PEDESTAL AND/OR WALL AND 40 BAR  AND/OR WALL AND 40 BAR AND/OR WALL AND 40 BAR  WALL AND 40 BAR WALL AND 40 BAR  AND 40 BAR AND 40 BAR  40 BAR 40 BAR  BAR BAR DIAMETER INTO FOOTING. (THE LATERAL EMBEDMENT SHALL BE EXTENDED AS  INTO FOOTING. (THE LATERAL EMBEDMENT SHALL BE EXTENDED AS INTO FOOTING. (THE LATERAL EMBEDMENT SHALL BE EXTENDED AS  FOOTING. (THE LATERAL EMBEDMENT SHALL BE EXTENDED AS FOOTING. (THE LATERAL EMBEDMENT SHALL BE EXTENDED AS  (THE LATERAL EMBEDMENT SHALL BE EXTENDED AS (THE LATERAL EMBEDMENT SHALL BE EXTENDED AS  LATERAL EMBEDMENT SHALL BE EXTENDED AS LATERAL EMBEDMENT SHALL BE EXTENDED AS  EMBEDMENT SHALL BE EXTENDED AS EMBEDMENT SHALL BE EXTENDED AS  SHALL BE EXTENDED AS SHALL BE EXTENDED AS  BE EXTENDED AS BE EXTENDED AS  EXTENDED AS EXTENDED AS  AS AS NECESSARY TO PROVIDE A MINIMUM HORIZONTAL LEG RESTING ON FOOTING  TO PROVIDE A MINIMUM HORIZONTAL LEG RESTING ON FOOTING TO PROVIDE A MINIMUM HORIZONTAL LEG RESTING ON FOOTING  PROVIDE A MINIMUM HORIZONTAL LEG RESTING ON FOOTING PROVIDE A MINIMUM HORIZONTAL LEG RESTING ON FOOTING  A MINIMUM HORIZONTAL LEG RESTING ON FOOTING A MINIMUM HORIZONTAL LEG RESTING ON FOOTING  MINIMUM HORIZONTAL LEG RESTING ON FOOTING MINIMUM HORIZONTAL LEG RESTING ON FOOTING  HORIZONTAL LEG RESTING ON FOOTING HORIZONTAL LEG RESTING ON FOOTING  LEG RESTING ON FOOTING LEG RESTING ON FOOTING  RESTING ON FOOTING RESTING ON FOOTING  ON FOOTING ON FOOTING  FOOTING FOOTING REINFORCEMENT EQUAL TO THE CORRESPONDING "G" LENGTH FOR THE BAR  EQUAL TO THE CORRESPONDING "G" LENGTH FOR THE BAR EQUAL TO THE CORRESPONDING "G" LENGTH FOR THE BAR  TO THE CORRESPONDING "G" LENGTH FOR THE BAR TO THE CORRESPONDING "G" LENGTH FOR THE BAR  THE CORRESPONDING "G" LENGTH FOR THE BAR THE CORRESPONDING "G" LENGTH FOR THE BAR  CORRESPONDING "G" LENGTH FOR THE BAR CORRESPONDING "G" LENGTH FOR THE BAR  "G" LENGTH FOR THE BAR "G" LENGTH FOR THE BAR  LENGTH FOR THE BAR LENGTH FOR THE BAR  FOR THE BAR FOR THE BAR  THE BAR THE BAR  BAR BAR SIZE.)

AutoCAD SHX Text
PLACEMENT OF CONCRETE SHALL CONFORM TO ACI STANDARD 304 AND  OF CONCRETE SHALL CONFORM TO ACI STANDARD 304 AND OF CONCRETE SHALL CONFORM TO ACI STANDARD 304 AND  CONCRETE SHALL CONFORM TO ACI STANDARD 304 AND CONCRETE SHALL CONFORM TO ACI STANDARD 304 AND  SHALL CONFORM TO ACI STANDARD 304 AND SHALL CONFORM TO ACI STANDARD 304 AND  CONFORM TO ACI STANDARD 304 AND CONFORM TO ACI STANDARD 304 AND  TO ACI STANDARD 304 AND TO ACI STANDARD 304 AND  ACI STANDARD 304 AND ACI STANDARD 304 AND  STANDARD 304 AND STANDARD 304 AND  304 AND 304 AND  AND AND PROJECT SPECIFICATIONS.

AutoCAD SHX Text
FOR CONCRETE FORMWORK, SURFACE FINISHING, BEVELED CORNERS AND DRIPS,  CONCRETE FORMWORK, SURFACE FINISHING, BEVELED CORNERS AND DRIPS, CONCRETE FORMWORK, SURFACE FINISHING, BEVELED CORNERS AND DRIPS,  FORMWORK, SURFACE FINISHING, BEVELED CORNERS AND DRIPS, FORMWORK, SURFACE FINISHING, BEVELED CORNERS AND DRIPS,  SURFACE FINISHING, BEVELED CORNERS AND DRIPS, SURFACE FINISHING, BEVELED CORNERS AND DRIPS,  FINISHING, BEVELED CORNERS AND DRIPS, FINISHING, BEVELED CORNERS AND DRIPS,  BEVELED CORNERS AND DRIPS, BEVELED CORNERS AND DRIPS,  CORNERS AND DRIPS, CORNERS AND DRIPS,  AND DRIPS, AND DRIPS,  DRIPS, DRIPS, SEE ARCHITECTURAL PLANS.

AutoCAD SHX Text
SLAB ON GROUND, AS INDICATED ON DRAWINGS.

AutoCAD SHX Text
MINIMUM LAP OF WELDED WIRE FABRIC SHALL BE 6 INCHES OR ONE FULL MESH, WHICHEVER IS GREATER.

AutoCAD SHX Text
FOR CONSTRUCTION JOINTS IN STRUCTURAL MEMBERS A VERTICAL BULKHEAD AND KEY JOINT MUST BE PROVIDED.

AutoCAD SHX Text
COMPRESSION DOWEL EMBEDMENT:  22 BAR DIAMETERS LAP WELDED WIRE  DOWEL EMBEDMENT:  22 BAR DIAMETERS LAP WELDED WIRE DOWEL EMBEDMENT:  22 BAR DIAMETERS LAP WELDED WIRE  EMBEDMENT:  22 BAR DIAMETERS LAP WELDED WIRE EMBEDMENT:  22 BAR DIAMETERS LAP WELDED WIRE   22 BAR DIAMETERS LAP WELDED WIRE  22 BAR DIAMETERS LAP WELDED WIRE 22 BAR DIAMETERS LAP WELDED WIRE  BAR DIAMETERS LAP WELDED WIRE BAR DIAMETERS LAP WELDED WIRE  DIAMETERS LAP WELDED WIRE DIAMETERS LAP WELDED WIRE  LAP WELDED WIRE LAP WELDED WIRE  WELDED WIRE WELDED WIRE  WIRE WIRE FABRIC ONE SPACING OF CROSS WIRES PLUS 2". THE DEVELOPMENT LENGTH  ONE SPACING OF CROSS WIRES PLUS 2". THE DEVELOPMENT LENGTH ONE SPACING OF CROSS WIRES PLUS 2". THE DEVELOPMENT LENGTH  SPACING OF CROSS WIRES PLUS 2". THE DEVELOPMENT LENGTH SPACING OF CROSS WIRES PLUS 2". THE DEVELOPMENT LENGTH  OF CROSS WIRES PLUS 2". THE DEVELOPMENT LENGTH OF CROSS WIRES PLUS 2". THE DEVELOPMENT LENGTH  CROSS WIRES PLUS 2". THE DEVELOPMENT LENGTH CROSS WIRES PLUS 2". THE DEVELOPMENT LENGTH  WIRES PLUS 2". THE DEVELOPMENT LENGTH WIRES PLUS 2". THE DEVELOPMENT LENGTH  PLUS 2". THE DEVELOPMENT LENGTH PLUS 2". THE DEVELOPMENT LENGTH  2". THE DEVELOPMENT LENGTH 2". THE DEVELOPMENT LENGTH  THE DEVELOPMENT LENGTH THE DEVELOPMENT LENGTH  DEVELOPMENT LENGTH DEVELOPMENT LENGTH  LENGTH LENGTH INDICATED ABOVE IS VALID WHEN  ONE OF THE FOLLOWING CONDITIONS IS MET:  ABOVE IS VALID WHEN  ONE OF THE FOLLOWING CONDITIONS IS MET: ABOVE IS VALID WHEN  ONE OF THE FOLLOWING CONDITIONS IS MET:  IS VALID WHEN  ONE OF THE FOLLOWING CONDITIONS IS MET: IS VALID WHEN  ONE OF THE FOLLOWING CONDITIONS IS MET:  VALID WHEN  ONE OF THE FOLLOWING CONDITIONS IS MET: VALID WHEN  ONE OF THE FOLLOWING CONDITIONS IS MET:  WHEN  ONE OF THE FOLLOWING CONDITIONS IS MET: WHEN  ONE OF THE FOLLOWING CONDITIONS IS MET:   ONE OF THE FOLLOWING CONDITIONS IS MET:  ONE OF THE FOLLOWING CONDITIONS IS MET: ONE OF THE FOLLOWING CONDITIONS IS MET:  OF THE FOLLOWING CONDITIONS IS MET: OF THE FOLLOWING CONDITIONS IS MET:  THE FOLLOWING CONDITIONS IS MET: THE FOLLOWING CONDITIONS IS MET:  FOLLOWING CONDITIONS IS MET: FOLLOWING CONDITIONS IS MET:  CONDITIONS IS MET: CONDITIONS IS MET:  IS MET: IS MET:  MET: MET: - CLEAR SPACING OF BARS BEING DEVELOPED OR SPLICED NOT LESS THAN  d , CLEAR COVER NOT LESS THAN d , AND STIRRUPS OR TIES THROUGHOUT I  NOT LESS THAN THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING   NOT LESS THAN THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING  NOT LESS THAN THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING NOT LESS THAN THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING  LESS THAN THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING LESS THAN THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING  THAN THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING THAN THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING  THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING THE CODE MINIMUM. - CLEAR SPACING OF BARS BEING  CODE MINIMUM. - CLEAR SPACING OF BARS BEING CODE MINIMUM. - CLEAR SPACING OF BARS BEING  MINIMUM. - CLEAR SPACING OF BARS BEING MINIMUM. - CLEAR SPACING OF BARS BEING  - CLEAR SPACING OF BARS BEING - CLEAR SPACING OF BARS BEING  CLEAR SPACING OF BARS BEING CLEAR SPACING OF BARS BEING  SPACING OF BARS BEING SPACING OF BARS BEING  OF BARS BEING OF BARS BEING  BARS BEING BARS BEING  BEING BEING DEVELOPED OR SPLICED NOT LESS THAN 2d  AND CLEAR COVER NOT LESS  OR SPLICED NOT LESS THAN 2d  AND CLEAR COVER NOT LESS OR SPLICED NOT LESS THAN 2d  AND CLEAR COVER NOT LESS  SPLICED NOT LESS THAN 2d  AND CLEAR COVER NOT LESS SPLICED NOT LESS THAN 2d  AND CLEAR COVER NOT LESS  NOT LESS THAN 2d  AND CLEAR COVER NOT LESS NOT LESS THAN 2d  AND CLEAR COVER NOT LESS  LESS THAN 2d  AND CLEAR COVER NOT LESS LESS THAN 2d  AND CLEAR COVER NOT LESS  THAN 2d  AND CLEAR COVER NOT LESS THAN 2d  AND CLEAR COVER NOT LESS  2d  AND CLEAR COVER NOT LESS 2d  AND CLEAR COVER NOT LESS   AND CLEAR COVER NOT LESS  AND CLEAR COVER NOT LESS AND CLEAR COVER NOT LESS  CLEAR COVER NOT LESS CLEAR COVER NOT LESS  COVER NOT LESS COVER NOT LESS  NOT LESS NOT LESS  LESS LESS THAN d .
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LAP SPLICES SHALL BE IN ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS  SPLICES SHALL BE IN ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS SPLICES SHALL BE IN ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS  SHALL BE IN ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS SHALL BE IN ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS  BE IN ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS BE IN ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS  IN ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS IN ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS  ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS ACCORDANCE WITH THE FOLLOWING TABLE, UNLESS  WITH THE FOLLOWING TABLE, UNLESS WITH THE FOLLOWING TABLE, UNLESS  THE FOLLOWING TABLE, UNLESS THE FOLLOWING TABLE, UNLESS  FOLLOWING TABLE, UNLESS FOLLOWING TABLE, UNLESS  TABLE, UNLESS TABLE, UNLESS  UNLESS UNLESS NOTED OTHERWISE, WHERE CLASSES ARE NOT CALLED OUT ON DRAWINGS, USE  OTHERWISE, WHERE CLASSES ARE NOT CALLED OUT ON DRAWINGS, USE OTHERWISE, WHERE CLASSES ARE NOT CALLED OUT ON DRAWINGS, USE  WHERE CLASSES ARE NOT CALLED OUT ON DRAWINGS, USE WHERE CLASSES ARE NOT CALLED OUT ON DRAWINGS, USE  CLASSES ARE NOT CALLED OUT ON DRAWINGS, USE CLASSES ARE NOT CALLED OUT ON DRAWINGS, USE  ARE NOT CALLED OUT ON DRAWINGS, USE ARE NOT CALLED OUT ON DRAWINGS, USE  NOT CALLED OUT ON DRAWINGS, USE NOT CALLED OUT ON DRAWINGS, USE  CALLED OUT ON DRAWINGS, USE CALLED OUT ON DRAWINGS, USE  OUT ON DRAWINGS, USE OUT ON DRAWINGS, USE  ON DRAWINGS, USE ON DRAWINGS, USE  DRAWINGS, USE DRAWINGS, USE  USE USE CLASS "B" SPLICE.

AutoCAD SHX Text
CONCRETE SHALL NOT BE DROPPED THROUGH REINFORCING STEEL SO AS TO  SHALL NOT BE DROPPED THROUGH REINFORCING STEEL SO AS TO SHALL NOT BE DROPPED THROUGH REINFORCING STEEL SO AS TO  NOT BE DROPPED THROUGH REINFORCING STEEL SO AS TO NOT BE DROPPED THROUGH REINFORCING STEEL SO AS TO  BE DROPPED THROUGH REINFORCING STEEL SO AS TO BE DROPPED THROUGH REINFORCING STEEL SO AS TO  DROPPED THROUGH REINFORCING STEEL SO AS TO DROPPED THROUGH REINFORCING STEEL SO AS TO  THROUGH REINFORCING STEEL SO AS TO THROUGH REINFORCING STEEL SO AS TO  REINFORCING STEEL SO AS TO REINFORCING STEEL SO AS TO  STEEL SO AS TO STEEL SO AS TO  SO AS TO SO AS TO  AS TO AS TO  TO TO CAUSE SEGREGATION OF AGGREGATES IN SUCH CASES, HOOPERS OR VERTICAL  SEGREGATION OF AGGREGATES IN SUCH CASES, HOOPERS OR VERTICAL SEGREGATION OF AGGREGATES IN SUCH CASES, HOOPERS OR VERTICAL  OF AGGREGATES IN SUCH CASES, HOOPERS OR VERTICAL OF AGGREGATES IN SUCH CASES, HOOPERS OR VERTICAL  AGGREGATES IN SUCH CASES, HOOPERS OR VERTICAL AGGREGATES IN SUCH CASES, HOOPERS OR VERTICAL  IN SUCH CASES, HOOPERS OR VERTICAL IN SUCH CASES, HOOPERS OR VERTICAL  SUCH CASES, HOOPERS OR VERTICAL SUCH CASES, HOOPERS OR VERTICAL  CASES, HOOPERS OR VERTICAL CASES, HOOPERS OR VERTICAL  HOOPERS OR VERTICAL HOOPERS OR VERTICAL  OR VERTICAL OR VERTICAL  VERTICAL VERTICAL CHUTES OR TRUNKS SHALL BE USED.  THE FREE UNCONFINED FALL OF  OR TRUNKS SHALL BE USED.  THE FREE UNCONFINED FALL OF OR TRUNKS SHALL BE USED.  THE FREE UNCONFINED FALL OF  TRUNKS SHALL BE USED.  THE FREE UNCONFINED FALL OF TRUNKS SHALL BE USED.  THE FREE UNCONFINED FALL OF  SHALL BE USED.  THE FREE UNCONFINED FALL OF SHALL BE USED.  THE FREE UNCONFINED FALL OF  BE USED.  THE FREE UNCONFINED FALL OF BE USED.  THE FREE UNCONFINED FALL OF  USED.  THE FREE UNCONFINED FALL OF USED.  THE FREE UNCONFINED FALL OF   THE FREE UNCONFINED FALL OF  THE FREE UNCONFINED FALL OF THE FREE UNCONFINED FALL OF  FREE UNCONFINED FALL OF FREE UNCONFINED FALL OF  UNCONFINED FALL OF UNCONFINED FALL OF  FALL OF FALL OF  OF OF CONCRETE SHALL NOT EXCEED THE ABOVE REQUIREMENTS.

AutoCAD SHX Text
ALL REINFORCING, SLEEVES, CONDUITS, INSERTS AND BOLTS SHALL BE WELL  REINFORCING, SLEEVES, CONDUITS, INSERTS AND BOLTS SHALL BE WELL REINFORCING, SLEEVES, CONDUITS, INSERTS AND BOLTS SHALL BE WELL  SLEEVES, CONDUITS, INSERTS AND BOLTS SHALL BE WELL SLEEVES, CONDUITS, INSERTS AND BOLTS SHALL BE WELL  CONDUITS, INSERTS AND BOLTS SHALL BE WELL CONDUITS, INSERTS AND BOLTS SHALL BE WELL  INSERTS AND BOLTS SHALL BE WELL INSERTS AND BOLTS SHALL BE WELL  AND BOLTS SHALL BE WELL AND BOLTS SHALL BE WELL  BOLTS SHALL BE WELL BOLTS SHALL BE WELL  SHALL BE WELL SHALL BE WELL  BE WELL BE WELL  WELL WELL SECURED AND IN PLACE BEFORE CONCRETE IS POURED.

AutoCAD SHX Text
ALL SLAB AND CORRESPONDING BEAMS, CURBS, OR APRONS SHALL BE POURED  SLAB AND CORRESPONDING BEAMS, CURBS, OR APRONS SHALL BE POURED SLAB AND CORRESPONDING BEAMS, CURBS, OR APRONS SHALL BE POURED  AND CORRESPONDING BEAMS, CURBS, OR APRONS SHALL BE POURED AND CORRESPONDING BEAMS, CURBS, OR APRONS SHALL BE POURED  CORRESPONDING BEAMS, CURBS, OR APRONS SHALL BE POURED CORRESPONDING BEAMS, CURBS, OR APRONS SHALL BE POURED  BEAMS, CURBS, OR APRONS SHALL BE POURED BEAMS, CURBS, OR APRONS SHALL BE POURED  CURBS, OR APRONS SHALL BE POURED CURBS, OR APRONS SHALL BE POURED  OR APRONS SHALL BE POURED OR APRONS SHALL BE POURED  APRONS SHALL BE POURED APRONS SHALL BE POURED  SHALL BE POURED SHALL BE POURED  BE POURED BE POURED  POURED POURED MONOLITHICALLY.

AutoCAD SHX Text
ALL SYMBOLS AND STRESSES AS WELL AS CONCRETE WORK SHALL CONFORM  SYMBOLS AND STRESSES AS WELL AS CONCRETE WORK SHALL CONFORM SYMBOLS AND STRESSES AS WELL AS CONCRETE WORK SHALL CONFORM  AND STRESSES AS WELL AS CONCRETE WORK SHALL CONFORM AND STRESSES AS WELL AS CONCRETE WORK SHALL CONFORM  STRESSES AS WELL AS CONCRETE WORK SHALL CONFORM STRESSES AS WELL AS CONCRETE WORK SHALL CONFORM  AS WELL AS CONCRETE WORK SHALL CONFORM AS WELL AS CONCRETE WORK SHALL CONFORM  WELL AS CONCRETE WORK SHALL CONFORM WELL AS CONCRETE WORK SHALL CONFORM  AS CONCRETE WORK SHALL CONFORM AS CONCRETE WORK SHALL CONFORM  CONCRETE WORK SHALL CONFORM CONCRETE WORK SHALL CONFORM  WORK SHALL CONFORM WORK SHALL CONFORM  SHALL CONFORM SHALL CONFORM  CONFORM CONFORM TO THE STANDARD OF THE LATEST VERSION OF THE ACI BUILDING CODE.

AutoCAD SHX Text
CONCRETE WORK SHALL BE SUBJECT TO QUALITY ASSURANCE TESTING AND  WORK SHALL BE SUBJECT TO QUALITY ASSURANCE TESTING AND WORK SHALL BE SUBJECT TO QUALITY ASSURANCE TESTING AND  SHALL BE SUBJECT TO QUALITY ASSURANCE TESTING AND SHALL BE SUBJECT TO QUALITY ASSURANCE TESTING AND  BE SUBJECT TO QUALITY ASSURANCE TESTING AND BE SUBJECT TO QUALITY ASSURANCE TESTING AND  SUBJECT TO QUALITY ASSURANCE TESTING AND SUBJECT TO QUALITY ASSURANCE TESTING AND  TO QUALITY ASSURANCE TESTING AND TO QUALITY ASSURANCE TESTING AND  QUALITY ASSURANCE TESTING AND QUALITY ASSURANCE TESTING AND  ASSURANCE TESTING AND ASSURANCE TESTING AND  TESTING AND TESTING AND  AND AND INSPECTIONS.  SEE QUALITY ASSURANCE GENERAL NOTES AND PROJECT   SEE QUALITY ASSURANCE GENERAL NOTES AND PROJECT  SEE QUALITY ASSURANCE GENERAL NOTES AND PROJECT SEE QUALITY ASSURANCE GENERAL NOTES AND PROJECT  QUALITY ASSURANCE GENERAL NOTES AND PROJECT QUALITY ASSURANCE GENERAL NOTES AND PROJECT  ASSURANCE GENERAL NOTES AND PROJECT ASSURANCE GENERAL NOTES AND PROJECT  GENERAL NOTES AND PROJECT GENERAL NOTES AND PROJECT  NOTES AND PROJECT NOTES AND PROJECT  AND PROJECT AND PROJECT  PROJECT PROJECT SPECIFICATIONS.

AutoCAD SHX Text
NO DEFECTIVE CONCRETE SHALL BE CORRECTED OR COVERED WITH MORTAR,  DEFECTIVE CONCRETE SHALL BE CORRECTED OR COVERED WITH MORTAR, DEFECTIVE CONCRETE SHALL BE CORRECTED OR COVERED WITH MORTAR,  CONCRETE SHALL BE CORRECTED OR COVERED WITH MORTAR, CONCRETE SHALL BE CORRECTED OR COVERED WITH MORTAR,  SHALL BE CORRECTED OR COVERED WITH MORTAR, SHALL BE CORRECTED OR COVERED WITH MORTAR,  BE CORRECTED OR COVERED WITH MORTAR, BE CORRECTED OR COVERED WITH MORTAR,  CORRECTED OR COVERED WITH MORTAR, CORRECTED OR COVERED WITH MORTAR,  OR COVERED WITH MORTAR, OR COVERED WITH MORTAR,  COVERED WITH MORTAR, COVERED WITH MORTAR,  WITH MORTAR, WITH MORTAR,  MORTAR, MORTAR, PLASTER ETC. WITHOUT THE INSPECTORS' APPROVAL.

AutoCAD SHX Text
BASE PLATES, ANCHOR BOLTS, SUPPORT ANGLES, ETC., BELOW GRADE SHALL  PLATES, ANCHOR BOLTS, SUPPORT ANGLES, ETC., BELOW GRADE SHALL PLATES, ANCHOR BOLTS, SUPPORT ANGLES, ETC., BELOW GRADE SHALL  ANCHOR BOLTS, SUPPORT ANGLES, ETC., BELOW GRADE SHALL ANCHOR BOLTS, SUPPORT ANGLES, ETC., BELOW GRADE SHALL  BOLTS, SUPPORT ANGLES, ETC., BELOW GRADE SHALL BOLTS, SUPPORT ANGLES, ETC., BELOW GRADE SHALL  SUPPORT ANGLES, ETC., BELOW GRADE SHALL SUPPORT ANGLES, ETC., BELOW GRADE SHALL  ANGLES, ETC., BELOW GRADE SHALL ANGLES, ETC., BELOW GRADE SHALL  ETC., BELOW GRADE SHALL ETC., BELOW GRADE SHALL  BELOW GRADE SHALL BELOW GRADE SHALL  GRADE SHALL GRADE SHALL  SHALL SHALL BE COVERED WITH A MINIMUM OF 3" OF CONCRETE.

AutoCAD SHX Text
ALL REINFORCING SHALL BE SUPPORTED IN FORMS USING STEEL CHAIRS,  REINFORCING SHALL BE SUPPORTED IN FORMS USING STEEL CHAIRS, REINFORCING SHALL BE SUPPORTED IN FORMS USING STEEL CHAIRS,  SHALL BE SUPPORTED IN FORMS USING STEEL CHAIRS, SHALL BE SUPPORTED IN FORMS USING STEEL CHAIRS,  BE SUPPORTED IN FORMS USING STEEL CHAIRS, BE SUPPORTED IN FORMS USING STEEL CHAIRS,  SUPPORTED IN FORMS USING STEEL CHAIRS, SUPPORTED IN FORMS USING STEEL CHAIRS,  IN FORMS USING STEEL CHAIRS, IN FORMS USING STEEL CHAIRS,  FORMS USING STEEL CHAIRS, FORMS USING STEEL CHAIRS,  USING STEEL CHAIRS, USING STEEL CHAIRS,  STEEL CHAIRS, STEEL CHAIRS,  CHAIRS, CHAIRS, SPACED WITH NECESSARY ACCESSORIES AND SHALL BE SECURELY WIRED  WITH NECESSARY ACCESSORIES AND SHALL BE SECURELY WIRED WITH NECESSARY ACCESSORIES AND SHALL BE SECURELY WIRED  NECESSARY ACCESSORIES AND SHALL BE SECURELY WIRED NECESSARY ACCESSORIES AND SHALL BE SECURELY WIRED  ACCESSORIES AND SHALL BE SECURELY WIRED ACCESSORIES AND SHALL BE SECURELY WIRED  AND SHALL BE SECURELY WIRED AND SHALL BE SECURELY WIRED  SHALL BE SECURELY WIRED SHALL BE SECURELY WIRED  BE SECURELY WIRED BE SECURELY WIRED  SECURELY WIRED SECURELY WIRED  WIRED WIRED TOGETHER, IN ACCORDANCE WITH CRSI "MANUAL OF STANDARD PRACTICE".

AutoCAD SHX Text
ALL REINFORCING SHALL BE DETAILED, FABRICATED AND PLACED, IN  REINFORCING SHALL BE DETAILED, FABRICATED AND PLACED, IN REINFORCING SHALL BE DETAILED, FABRICATED AND PLACED, IN  SHALL BE DETAILED, FABRICATED AND PLACED, IN SHALL BE DETAILED, FABRICATED AND PLACED, IN  BE DETAILED, FABRICATED AND PLACED, IN BE DETAILED, FABRICATED AND PLACED, IN  DETAILED, FABRICATED AND PLACED, IN DETAILED, FABRICATED AND PLACED, IN  FABRICATED AND PLACED, IN FABRICATED AND PLACED, IN  AND PLACED, IN AND PLACED, IN  PLACED, IN PLACED, IN  IN IN ACCORDANCE WITH ACI DETAILING MANUAL (SP-66) AND "THE MANUAL OF  WITH ACI DETAILING MANUAL (SP-66) AND "THE MANUAL OF WITH ACI DETAILING MANUAL (SP-66) AND "THE MANUAL OF  ACI DETAILING MANUAL (SP-66) AND "THE MANUAL OF ACI DETAILING MANUAL (SP-66) AND "THE MANUAL OF  DETAILING MANUAL (SP-66) AND "THE MANUAL OF DETAILING MANUAL (SP-66) AND "THE MANUAL OF  MANUAL (SP-66) AND "THE MANUAL OF MANUAL (SP-66) AND "THE MANUAL OF  (SP-66) AND "THE MANUAL OF (SP-66) AND "THE MANUAL OF  AND "THE MANUAL OF AND "THE MANUAL OF  "THE MANUAL OF "THE MANUAL OF  MANUAL OF MANUAL OF  OF OF STANDARD PRACTICE FOR REINFORCED CONCRETE CONSTRUCTION" BY THE CRSI.

AutoCAD SHX Text
FORMED SURFACES EXPOSED TO EARTH OR WEATHER:

AutoCAD SHX Text
MINIMUM CONCRETE COVER, UNLESS NOTED OTHERWISE: UNFORMED SURFACE IN CONTACT WITH THE GROUND  

AutoCAD SHX Text
CONTRACTOR SHALL SUBMIT CONCRETE MIX DESIGNS FOR REVIEW WELL IN  SHALL SUBMIT CONCRETE MIX DESIGNS FOR REVIEW WELL IN SHALL SUBMIT CONCRETE MIX DESIGNS FOR REVIEW WELL IN  SUBMIT CONCRETE MIX DESIGNS FOR REVIEW WELL IN SUBMIT CONCRETE MIX DESIGNS FOR REVIEW WELL IN  CONCRETE MIX DESIGNS FOR REVIEW WELL IN CONCRETE MIX DESIGNS FOR REVIEW WELL IN  MIX DESIGNS FOR REVIEW WELL IN MIX DESIGNS FOR REVIEW WELL IN  DESIGNS FOR REVIEW WELL IN DESIGNS FOR REVIEW WELL IN  FOR REVIEW WELL IN FOR REVIEW WELL IN  REVIEW WELL IN REVIEW WELL IN  WELL IN WELL IN  IN IN ADVANCE OF CONCRETE PLACEMENT.  CONCRETE MIX DESIGN SHALL INCLUDE  OF CONCRETE PLACEMENT.  CONCRETE MIX DESIGN SHALL INCLUDE OF CONCRETE PLACEMENT.  CONCRETE MIX DESIGN SHALL INCLUDE  CONCRETE PLACEMENT.  CONCRETE MIX DESIGN SHALL INCLUDE CONCRETE PLACEMENT.  CONCRETE MIX DESIGN SHALL INCLUDE  PLACEMENT.  CONCRETE MIX DESIGN SHALL INCLUDE PLACEMENT.  CONCRETE MIX DESIGN SHALL INCLUDE   CONCRETE MIX DESIGN SHALL INCLUDE  CONCRETE MIX DESIGN SHALL INCLUDE CONCRETE MIX DESIGN SHALL INCLUDE  MIX DESIGN SHALL INCLUDE MIX DESIGN SHALL INCLUDE  DESIGN SHALL INCLUDE DESIGN SHALL INCLUDE  SHALL INCLUDE SHALL INCLUDE  INCLUDE INCLUDE ALL STRENGTH DATA NECESSARY TO SHOW COMPLIANCE WITH THE PROJECT  STRENGTH DATA NECESSARY TO SHOW COMPLIANCE WITH THE PROJECT STRENGTH DATA NECESSARY TO SHOW COMPLIANCE WITH THE PROJECT  DATA NECESSARY TO SHOW COMPLIANCE WITH THE PROJECT DATA NECESSARY TO SHOW COMPLIANCE WITH THE PROJECT  NECESSARY TO SHOW COMPLIANCE WITH THE PROJECT NECESSARY TO SHOW COMPLIANCE WITH THE PROJECT  TO SHOW COMPLIANCE WITH THE PROJECT TO SHOW COMPLIANCE WITH THE PROJECT  SHOW COMPLIANCE WITH THE PROJECT SHOW COMPLIANCE WITH THE PROJECT  COMPLIANCE WITH THE PROJECT COMPLIANCE WITH THE PROJECT  WITH THE PROJECT WITH THE PROJECT  THE PROJECT THE PROJECT  PROJECT PROJECT SPECIFICATIONS FOR EITHER THE TRIAL BATCH OR FIELD EXPERIENCE METHOD  FOR EITHER THE TRIAL BATCH OR FIELD EXPERIENCE METHOD FOR EITHER THE TRIAL BATCH OR FIELD EXPERIENCE METHOD  EITHER THE TRIAL BATCH OR FIELD EXPERIENCE METHOD EITHER THE TRIAL BATCH OR FIELD EXPERIENCE METHOD  THE TRIAL BATCH OR FIELD EXPERIENCE METHOD THE TRIAL BATCH OR FIELD EXPERIENCE METHOD  TRIAL BATCH OR FIELD EXPERIENCE METHOD TRIAL BATCH OR FIELD EXPERIENCE METHOD  BATCH OR FIELD EXPERIENCE METHOD BATCH OR FIELD EXPERIENCE METHOD  OR FIELD EXPERIENCE METHOD OR FIELD EXPERIENCE METHOD  FIELD EXPERIENCE METHOD FIELD EXPERIENCE METHOD  EXPERIENCE METHOD EXPERIENCE METHOD  METHOD METHOD AND SHALL BE CERTIFIED BY A REGISTERED LICENSED ENGINEER. PHYSICAL  SHALL BE CERTIFIED BY A REGISTERED LICENSED ENGINEER. PHYSICAL SHALL BE CERTIFIED BY A REGISTERED LICENSED ENGINEER. PHYSICAL  BE CERTIFIED BY A REGISTERED LICENSED ENGINEER. PHYSICAL BE CERTIFIED BY A REGISTERED LICENSED ENGINEER. PHYSICAL  CERTIFIED BY A REGISTERED LICENSED ENGINEER. PHYSICAL CERTIFIED BY A REGISTERED LICENSED ENGINEER. PHYSICAL  BY A REGISTERED LICENSED ENGINEER. PHYSICAL BY A REGISTERED LICENSED ENGINEER. PHYSICAL  A REGISTERED LICENSED ENGINEER. PHYSICAL A REGISTERED LICENSED ENGINEER. PHYSICAL  REGISTERED LICENSED ENGINEER. PHYSICAL REGISTERED LICENSED ENGINEER. PHYSICAL  LICENSED ENGINEER. PHYSICAL LICENSED ENGINEER. PHYSICAL  ENGINEER. PHYSICAL ENGINEER. PHYSICAL  PHYSICAL PHYSICAL TESTS RESULTS FOR COARSE AND FINE AGGREGATES SHALL ALSO BE  RESULTS FOR COARSE AND FINE AGGREGATES SHALL ALSO BE RESULTS FOR COARSE AND FINE AGGREGATES SHALL ALSO BE  FOR COARSE AND FINE AGGREGATES SHALL ALSO BE FOR COARSE AND FINE AGGREGATES SHALL ALSO BE  COARSE AND FINE AGGREGATES SHALL ALSO BE COARSE AND FINE AGGREGATES SHALL ALSO BE  AND FINE AGGREGATES SHALL ALSO BE AND FINE AGGREGATES SHALL ALSO BE  FINE AGGREGATES SHALL ALSO BE FINE AGGREGATES SHALL ALSO BE  AGGREGATES SHALL ALSO BE AGGREGATES SHALL ALSO BE  SHALL ALSO BE SHALL ALSO BE  ALSO BE ALSO BE  BE BE SUBMITTED CERTIFIED BY A REGISTERED ENGINEER.
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THE NOMINAL MAXIMUM AGGREGATE SIZE SHALL BE OF 3/4".

AutoCAD SHX Text
CONCRETE SHALL BE NON-AIR ENTRAINED. AIR CONTENT SHALL BE BETWEEN 0  SHALL BE NON-AIR ENTRAINED. AIR CONTENT SHALL BE BETWEEN 0 SHALL BE NON-AIR ENTRAINED. AIR CONTENT SHALL BE BETWEEN 0  BE NON-AIR ENTRAINED. AIR CONTENT SHALL BE BETWEEN 0 BE NON-AIR ENTRAINED. AIR CONTENT SHALL BE BETWEEN 0  NON-AIR ENTRAINED. AIR CONTENT SHALL BE BETWEEN 0 NON-AIR ENTRAINED. AIR CONTENT SHALL BE BETWEEN 0  ENTRAINED. AIR CONTENT SHALL BE BETWEEN 0 ENTRAINED. AIR CONTENT SHALL BE BETWEEN 0  AIR CONTENT SHALL BE BETWEEN 0 AIR CONTENT SHALL BE BETWEEN 0  CONTENT SHALL BE BETWEEN 0 CONTENT SHALL BE BETWEEN 0  SHALL BE BETWEEN 0 SHALL BE BETWEEN 0  BE BETWEEN 0 BE BETWEEN 0  BETWEEN 0 BETWEEN 0  0 0 AND 2 PERCENT.

AutoCAD SHX Text
SLUMP OF CONCRETE SHALL NOT EXCEED 4" UNLESS A HIGHRANGE  OF CONCRETE SHALL NOT EXCEED 4" UNLESS A HIGHRANGE OF CONCRETE SHALL NOT EXCEED 4" UNLESS A HIGHRANGE  CONCRETE SHALL NOT EXCEED 4" UNLESS A HIGHRANGE CONCRETE SHALL NOT EXCEED 4" UNLESS A HIGHRANGE  SHALL NOT EXCEED 4" UNLESS A HIGHRANGE SHALL NOT EXCEED 4" UNLESS A HIGHRANGE  NOT EXCEED 4" UNLESS A HIGHRANGE NOT EXCEED 4" UNLESS A HIGHRANGE  EXCEED 4" UNLESS A HIGHRANGE EXCEED 4" UNLESS A HIGHRANGE  4" UNLESS A HIGHRANGE 4" UNLESS A HIGHRANGE  UNLESS A HIGHRANGE UNLESS A HIGHRANGE  A HIGHRANGE A HIGHRANGE  HIGHRANGE HIGHRANGE WATER-REDUCING ADMIXTURE IS USED.  THE SLUMP OF CONCRETE PRIOR TO  ADMIXTURE IS USED.  THE SLUMP OF CONCRETE PRIOR TO ADMIXTURE IS USED.  THE SLUMP OF CONCRETE PRIOR TO  IS USED.  THE SLUMP OF CONCRETE PRIOR TO IS USED.  THE SLUMP OF CONCRETE PRIOR TO  USED.  THE SLUMP OF CONCRETE PRIOR TO USED.  THE SLUMP OF CONCRETE PRIOR TO   THE SLUMP OF CONCRETE PRIOR TO  THE SLUMP OF CONCRETE PRIOR TO THE SLUMP OF CONCRETE PRIOR TO  SLUMP OF CONCRETE PRIOR TO SLUMP OF CONCRETE PRIOR TO  OF CONCRETE PRIOR TO OF CONCRETE PRIOR TO  CONCRETE PRIOR TO CONCRETE PRIOR TO  PRIOR TO PRIOR TO  TO TO ADDITION OF A HIGH RANGE WATER- REDUCING ADMIXTURE SHALL NOT EXCEED  OF A HIGH RANGE WATER- REDUCING ADMIXTURE SHALL NOT EXCEED OF A HIGH RANGE WATER- REDUCING ADMIXTURE SHALL NOT EXCEED  A HIGH RANGE WATER- REDUCING ADMIXTURE SHALL NOT EXCEED A HIGH RANGE WATER- REDUCING ADMIXTURE SHALL NOT EXCEED  HIGH RANGE WATER- REDUCING ADMIXTURE SHALL NOT EXCEED HIGH RANGE WATER- REDUCING ADMIXTURE SHALL NOT EXCEED  RANGE WATER- REDUCING ADMIXTURE SHALL NOT EXCEED RANGE WATER- REDUCING ADMIXTURE SHALL NOT EXCEED  WATER- REDUCING ADMIXTURE SHALL NOT EXCEED WATER- REDUCING ADMIXTURE SHALL NOT EXCEED  REDUCING ADMIXTURE SHALL NOT EXCEED REDUCING ADMIXTURE SHALL NOT EXCEED  ADMIXTURE SHALL NOT EXCEED ADMIXTURE SHALL NOT EXCEED  SHALL NOT EXCEED SHALL NOT EXCEED  NOT EXCEED NOT EXCEED  EXCEED EXCEED 4".  THE SLUMP OF CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING   THE SLUMP OF CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING  THE SLUMP OF CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING THE SLUMP OF CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING  SLUMP OF CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING SLUMP OF CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING  OF CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING OF CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING  CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING CONCRETE CONTAINING A HIGH RANGE WATER-REDUCING  CONTAINING A HIGH RANGE WATER-REDUCING CONTAINING A HIGH RANGE WATER-REDUCING  A HIGH RANGE WATER-REDUCING A HIGH RANGE WATER-REDUCING  HIGH RANGE WATER-REDUCING HIGH RANGE WATER-REDUCING  RANGE WATER-REDUCING RANGE WATER-REDUCING  WATER-REDUCING WATER-REDUCING ADMIXTURE SHALL NOT EXCEED 7".
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AutoCAD SHX Text
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AutoCAD SHX Text
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ALL BACKFILL SHALL BE COMPACTED TO 95% OF MODIFIED PROCTOR DENSITY.
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WELDED WIRE FABRIC SHALL CONFORM TO ASTM A185.
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PORTLAND CEMENT SHALL CONFORM TO ASTM C-150, TYPE I.
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WALL QUIET TOGGLE SWITCH, MOUNTED FLUSH WITH WALL 48" ABOVE FINISHED FLOOR (A.F.F.), RATED 20 AMPS., 125 VOLTS, SINGLE POLE, SINGLE THROW EQUAL OR SIMILAR TO HUBBELL MODEL CSB120I WITH WALL PLATE EQUAL OR SIMILAR TO HUBBELL MODEL NP-1I. SUB-LETTER WHEN  USED INDICATES FIXTURE TO BE CONTROLLED. DITTO ABOVE EXCEPT IN A MULTIPLE GANG BOX WITH CORRESPONDING PLATE IN ACCORDANCE WITH THE NUMBER OF SWITCHES.   WALL QUIET THREE WAY TOGGLE SWITCH, MOUNTED FLUSH WITH WALL 48" ABOVE FINISHED FLOOR (A.F.F.), RATED 20 AMPS., 125 VOLTS, SINGLE POLE, SINGLE THROW EQUAL OR SIMILAR TO HUBBELL MODEL CSB320I WITH WALL PLATE EQUAL OR SIMILAR TO HUBBELL MODEL NP-1I. SUB-LETTER WHEN  USED INDICATES FIXTURE TO BE CONTROLLED. WALL DIMMER SWITCH, MOUNTED FLUSH WITH WALL 48" ABOVE FINISHED FLOOR (A.F.F.), RATED 10 AMPS., 120 VOLTS, SINGLE  POLE, CAPABLE OF CONTROLLING 0-10 VOLTS LED DIMMING DRIVERS, EQUAL OR SIMILAR TO HUBBELL MODEL PSD710-UNV-WVL. SUB-LETTER WHEN  USED INDICATES FIXTURE TO BE CONTROLLED. DITTO ABOVE EXCEPT IN A MULTIPLE GANG BOX WITH CORRESPONDING PLATE IN ACCORDANCE WITH THE NUMBER OF SWITCHES. WALL DUPLEX RECEPTACLE, SELF GROUNDING TYPE, FLUSH WITH WALL, 18" CENTER A.F.F., RATED 20 AMPS., 125 VOLTS, 3 WIRES, NEMA 5-20R EQUAL OR SIMILAR TO HUBBELL MODEL 5352AI WITH WALL PLATE EQUAL OR SIMILAR TO HUBBELL MODEL NP8I. SUBLETTER "q" INDICATES QUADRUPLEX RECEPTACLES WITH WALLPLATES EQUAL OR SIMILAR TO HUBBELL MODEL NP82. DITTO ABOVE EXCEPT AT 42" A.F.F. UNLESS OTHERWISE INDICATED.  WALL DUPLEX RECEPTACLES SELF GROUNDING TYPE, FLUSH WITH WALL, 18" CENTER A.F.F., RATED 20 AMPS., 125 VOLTS, 3 WIRES GROUND FAULT TYPE, NEMA 5-20R EQUAL OR SIMILAR TO HUBBELL MODEL GFRST20I, WITH WALL PLATE EQUAL OR SIMILAR TO HUBBELL MODEL NP26I. SUBLETTER "WP" INDICATES WEATHERPROOF COVER EQUAL OR SIMILAR TO HUBBELL RW51020. DITTO ABOVE EXCEPT AT 42" A.F.F. OR AT 6" ABOVE COUNTERTOP UNLESS OTHERWISE INDICATED. WALL DUPLEX RECEPTACLES SELF GROUNDING TYPE, FLUSH WITH WALL, 18" CENTER A.F.F., RATED 20 AMPS., 125 VOLTS, 3 WIRES GROUND FAULT TYPE, NEMA 5-20R EQUAL OR SIMILAR TO HUBBELL MODEL GFR5362SGI, WITH WALL PLATE EQUAL OR SIMILAR TO HUBBELL MODEL NP26I. SUBLETTER "WPI" INDICATES WHILE IN USE WATERPROOF COVER EQUAL OR SIMILAR TO HUBBELL RW57350. WALL DUPLEX RECEPTACLES SELF GROUNDING TYPE, FLUSH WITH WALL, 18" CENTER A.F.F. RATED 20 AMPS., 125 VOLTS, 3 WIRES, NEMA 5-20R EQUAL OR SIMILAR TO HUBBELL MODEL 5352AR WITH A WALL PLATE EQUAL OR SIMILAR TO NP26I. DITTO AS ABOVE EXCEPT INSTALLED ABOVE HUNG CEILING. DITTO AS ABOVE EXCEPT AT 42" A.F.F. UNLESS OTHER WISE INDICATED. WALL SINGLE OUTLET, TWIST LOCK TYPE, FLUSH WITH WALL AT 18" A.F.F. RATED 30 AMPS. 125 VOLTS, 3 WIRES, NEMA L5-30R, EQUAL OR SIMILAR TO HUBBEL MODEL HBL2610, WITH WALL PLATE EQUAL OR SIMILAR TO HUBBEL MODEL NP710I. WALL SINGLE OUTLET, TWIST LOCK TYPE, FLUSH WITH WALL AT 18" A.F.F. RATED 30 AMPS. 125/250 VOLTS, 4 WIRES, NEMA L14-30R, EQUAL OR SIMILAR TO HUBBEL MODEL IG-2710, WITH WALL PLATE EQUAL OR SIMILAR O HUBBEL MODEL NP720I. RECESSED FLOOR BOX ASSEMBLY WHICH SHALL INCLUDE: TWO (2) DUPLEX RECEPTACLES, SELF GROUNDING TYPE, RATED 20 AMPS, 125 VOLTS, 3 WIRES, NEMA 5-20R AND TWO (2) DATA OUTLETS FLOOR BOX SHALL BE EQUAL OR SIMILAR TO LEGRAND WIREMOLD MODEL RFB4E. RECESSED FLOOR BOX WHICH SHALL INCLUDE: ONE (1) DUPLEX RECEPTACLE, SELF GROUNDING TYPE, RATED 20 AMPS, 125 VOLTS, 3 WIRES, NEMA 5-20R, EQUAL OR SIMILAR TO LEGRAND WIREMOLD MODEL 8858 WITH COVER PLATE EQUAL OR SIMILAR TO LEGRAND WIREMOLD 895T.  BRANCH CIRCUIT EMBEDDED IN CEILING SLAB. USE THREE WIRES MINIMUM, A GREATER NUMBER OF WIRES ARE INDICATED AS FOLLOW       (3 WIRES);     (4 WIRES), ETC. (GROUNDING WIRE NOT SHOWN). BRANCH CIRCUIT EMBEDDED IN FLOOR SLAB OR WALLS; SAME NOTATIONS AS ABOVE. BRANCH CIRCUIT EXPOSED IN FLOOR CEILING AND WALLS; SAME NOTATIONS AS ABOVE. HOME RUN TO PANELBOARD. NUMBER OF CIRCUITS INDICATED BY NUMBER OF ARROWS, TEXT INSIDE PARENTHESIS INDICATES PANEL DESIGNATION AND NUMBERS INDICATE CIRCUIT  IDENTIFICATION ON THIS SHEET. NUMBER AS ASSIGNED ON THE CORRESPONDING PANELBOARD. GROUNDING CONDUCTOR SHALL BE INCLUDED AS PER GENERAL NOTE No.12.  FLEXIBLE METALLIC CONDUIT, EXPOSED ABOVE HUNG CEILING FOR ELECTRICAL INTERCONNECTION OF LIGHTING FIXTURES. MINIMUM WIRE SIZE #12 THHN. ELECTRICAL DISTRIBUTION PANELBOARD, 6'-0" FROM TOP OF CABINET TO FINISHED FLOOR, SEE PANEL'S SCHEDULE ON DWG. E-10 DISCONNECT SWITCH 30A, 240V, 2 POLES, NEMA 3R OR AS PER DESCRIPTION ON DRAWINGS. COMBINATION OF A FUSIBLE DISCONNECT SWITCH AND A NON REVERSING MAGNETIC STARTER AS PER DESCRIPTION ON DRAWINGS. COMBINATION OUTLET FOR DATA/VOICE SYSTEMS, INSTALLED AT CENTER 18"A.F.F. OR AS INDICATED ON DRAWINGS.  1" DIAM. EMT CONDUIT FOR DATA SYSTEM, CONTRACTOR SHALL LEAVE A NYLON FISHWIRE INSIDE THE CONDUIT. HOME RUN TO SERVER, 1" DIAM. EMT CONDUIT OR AS INDICATED ON DRAWINGS. CABLE TV OUTLET FOR CABLE TV SYSTEM, INSTALLED AT CENTER 18" A.F.F. OR AS INDICATED ON DRAWINGS. 1" DIAM. EMT CONDUIT FOR CABLE TV SYSTEM WIRING, CONTRACTOR SHALL LEAVE A NYLON FISHWIRE INSIDE THE CONDUIT. HOME RUN TO CABLE TV MAIN TERMINAL CABINET, 1" EMT CONDUIT OR AS INDICATED ON DRAWINGS. OCTAGONAL TYPE JUNCTION BOX 4"X 4"X 2 1/8" CEILING MOUNTED.. SQUARE JUNCTION BOX 4"X 4"X 2 1/8" WALL MOUNTED PROVIDE BLIND COVER. MANUAL FIRE ALARM PANEL WITH CAPACITY FOR UP TO 50 ADDRESSABLE DEVICES. PANEL SHALL BE EQUAL OR SIMILAR TO FIRE LITE ALARM MODEL ES-50X. SEE FIRE ALARM NOTES ON THIS SHEET.  PHOTOELECTRIC SMOKE DETECTOR CEILING MOUNTED EQUAL OR SIMILAR TO FIRE LITE ALARM MODEL SD355. MANUAL FIRE ALARM PULL STATION, WALL MOUNTED AT 48" A.F.F. EQUAL OR SIMILAR TO FIRE LITE ALARM MODEL BG12. FIRE ALARM HORN STROBE WITH LIGHT, WALL MOUNTED AT 96"A.F.F. EQUAL OR SIMILAR TO SYSTEM SENSOR MODEL P2RL. SUB NUMBER INDICATES CANDELA SETTING. FIRE ALARM HORN STROBE WITH LIGHT, CEILING MOUNTED EQUAL OR SIMILAR TO SYSTEM SENSOR MODEL PC2RL. SUB NUMBER INDICATES CANDELA SETTING. RELAY CONTROL MODULE FOR DOOR HOLDERS EQUAL OR SIMILAR TO FIRELITE ALARMS MODEL CRF-300. 1" DIAM. EMT CONDUIT FOR FIRE ALARM SYSTEM.  HOME RUN TO FIRE ALARM PANEL, 1" DIAM. EMT CONDUIT OR AS INDICATED ON DRAWINGS. PHOTOELECTRIC DUCT SMOKE DETECTOR EQUAL OR SIMILAR TO FIRE LITE MODEL SD355PL. PROVIDE IN THE POWER BOARD SIDE OF THE DETECTOR HOUSING AN ADDRESSABLE RELAY MODULE EQUAL OR SIMILAR TO FIRE LITE MODEL CRF-300. COORDINATE WITH HVAC DRAWINGS. JUNCTION BOX TELE-ENTRY PANEL, COORDINATE WITH SECURITY SYSTEM DRAWINGS. SQUARE JUNCTION BOX FOR ACCESS CONTROL CARD READER, WALL MOUNTED INSTALLED A 48" A.F.F.. SQUARE JUNCTION BOX FOR ACCESS CONTROL DOOR RELEASE PUSH BUTTON, WALL MOUNTED INSTALLED AT 48" A.F.F. OCTAGONAL JUNCTION BOX FOR ACCESS CONTROL DOOR MAGNETIC LATCH, CEILING MOUNTED. SQUARE JUNCTION BOX FOR ACCESS CONTROL DOOR CHIME, WALL MOUNTED INSTALLED AT 48"A.F.F.. OCTAGONAL JUNCTION FOR SECURITY CAMERA, CEILING MOUNTED. 1" DIAM. EMT CONDUIT FOR SECURITY SYSTEM, CONTRACTOR SHALL LEAVE A NYLON FISHWIRE INSIDE THE CONDUIT. HOME RUN TO SERVER, 1" DIAM. EMT CONDUIT OR AS INDICATES ON DRAWINGS. 
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AutoCAD SHX Text
    e.   ALL CONDUITS INSTALLED CONCEALED WITHIN DRYWALLS SHALL BE EMT OR AS OTHERWISE INDICATED  

AutoCAD SHX Text
R

AutoCAD SHX Text
D

AutoCAD SHX Text
ML

AutoCAD SHX Text
DR

AutoCAD SHX Text
CR

AutoCAD SHX Text
TE

AutoCAD SHX Text
DC

AutoCAD SHX Text
q

AutoCAD SHX Text
WPI

AutoCAD SHX Text
S

AutoCAD SHX Text
S

AutoCAD SHX Text
15

AutoCAD SHX Text
15

AutoCAD SHX Text
a

AutoCAD SHX Text
c

AutoCAD SHX Text
d

AutoCAD SHX Text
3a

AutoCAD SHX Text
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