CATHODIC PROTECTION LEGEND

REMOVE EXISTING RECTIFIER

PROVIDE RECTIFIER R-2

50 V, 12 A, 19 OIL COOLED :
USE EXISTING AC SERVICE LOCATION (10A BREAKER)

SEE DETAIL
CP*\Si CP—-10

NEW 19mm X 121%mm MIXED METAL OXIDE
TUBULAR SHALLOW ANODE

SEE DETAIL
CP-3 tCP% ]

NEW POSITIVE CATHODIC PROTECTION CABLE
(+) NO. 1 AWG STRD COPPER WIRE W/HMWPE INSUL.
mmmmses N 38mm @ PVC CONDUIT ENCASED IN CONCRETE
AT ALL LOCATIONS INCLUDING AROUND TANKS

SEE TRENCH DETAIL
CP‘-3iCP4 1

NEW NEGATIVE CATHODIC PROTECTION CABLE
(-) NO. 1 AWG STRD COPPER WIRE W/HMWPE INSUL.
““““““ IN 38mm ¢ PVC CONDUIT ENCASED IN CONCRETE
AT ALL LOCATIONS INCLUDING AROUND TANKS

SEE TRENCH DETAIL |
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NEW CATHODIC PROTECTION TEST STATION
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WELDED TO STRUCTURE USING THE . { 1 A | il N S
EXOTHERMIC WELD PROCESS SCALE 1 600 ; pri—'_gpm3 CONSTRU CT’ON /ox (,,_,.;i‘ e Z[%:' L
SEE DETAIL
No. 1014
R EXP.12/31/99
CP-3|CP—11 NOTES:
QE’E” gggfmc PROTECTION CABLE MARKER 1. TANKS NO. 82 AND 83 ARE CONCRETE AND WiLL REMAIN IN SERVICE. STEEL PIPING
WILL ALSO REMAIN IN SERVICE.
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